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FORNWORD

Basic research, as the purists constantly remind us, is a pursuit

of scientific knowledge 2er so whose essential function is to maintain

the flow of new data and ideas on which all progress in either mili-

tary or industrial technology must be based. Applied research, by

contrast, seeks to use or expand scientific knowledge for the sake of

specific practical objectives. Project Cat JVe fulfilled both of

these roles during its period of activity at the Aeronautical Research

Laboratory of the Office of Aerospace Research (OAR). It was, in fact,

a notably fruitful research effort in the electronics area, which de-

monstrated the feasibility of amplit ring light levels by over twenty

billion times; and though its objectives never included the develop-

ment of operational equipment, it investigated new techniques which

could be us3ed as a basis for such development. This project is now

the subject of the present historical monograph, which was undertaken

by Mr. Garb P. LeComate while he was assigned to the OAR Historical

Division. Although Mr. Le~oipte was not on hand to take part in the

final round of revisions and editing for publication, it is also true

that the otudy never would have come into being without his initial

enthusiasm.

At the out.3et, neither Mr. LeCompte nor anyone else in the His-

torical Division expected that the Cat bye history would grow to its

present dimer,.-Lonz. Yet there is probably good reason -- over and

above the immediate importance of the Cat Bye project -- for devoting

so much attention to this topic. Since it is manifestly Impossible to

give historical coverage to the entire field of Air Force research,

the historical program must concentrate on particular projects or re-

search areas that are broadly illustrative of Air Force research prob-

lems and procedures, more or less comprehensible to the layman, and/or

especially noteworthy for their accomplishments. Project Cat Eye,

meeting all those requirements to a significant degree, makes an un-

usually good theme for a case study in Air Force research operations.
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This history is devoted primarily to the Cat We research effort

itself. Therefore, except for the discussion of a few special test

programs, the current and potential uses of the principles and tech-

niques that were investigated are at most suggested briefly or con-

sidered in general terms. As mentioned above, Cat Ye was not a de-

velopment project -- even though the project staff was fully aware of

the possible operational applications and seldom lost an opportunity

to encourage their development by organizations whose mission clearly

lay in the technical development field. Also, the history deals at

considerably greater length with the human and organizational aspects

of the research effort than with the purely scientific and technical

details, which have been meticulously recorded in a series of pub-

lished technical reports. The technical aspects are touched on as

briefly and simply as possible in the text itself but receive some

additional treatment in two special appendixes. One of these is a

general discussion mostly written by (or adapted from the technical

reports of) the project scientist, Mr. Radames K. H. Gebel; the other

is a bibliograpby of relevant technical reports, listed with their

abstracts.

Although the point is discussed again in a rather lengthy note

at the bottom of page 9, this Foreword should make mention of the way

in which the term Cat Eye will be used throughout the study. All too

often the term has been used indiscriminately as referring to a re-

search project in the field of light amplification, a particular sys-

tem of amplification, or some apparatus incorporating the principles

of that system. In this study, however, only the first usage will be

followed, as the others lead to confusion of various sorts both be-

tween the Cat Eye effort and other work in the same field and between

different stages of the Cat Wve project itself. Perfect consistency

may not have been attained on every page, but at least the reader is

urged to bear in mind the usage that is intended.

David Bushnell

Historical Division
Office of Aerospace Research
March 1962
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Chapter I

ORIGINS OF CAT EYE

The Aeronautical Research Laboratory (ARL), at Wright-Patterson

Air Force Base, Ohio, *conducts and sponsors basic research in the
areas of interest to the Air Force in the physical and aerodynamic

sciences."' By virtue of its basic research mission, it is assigned

to the Office of Aerospace Research rather than to the Aeronautical

Systems Division, which is located at Wright-Patterson but is primar-

ily engaged in applied research and systems development. The caliber

of ARL's research staff and the significance of its contributions to

knowledge have won wide recognition within the nation' s scientific

community, but ARL is much less well known to the general public.

This is only to be expected, since basic research by its nature pro-

duces fewer headlines than the development of new military systems.

Nevertheless, there are some ARL contributions which have combined

high intrinsic importance with an unusual degree of general interest.

One of these is the work performed at ARL in the field of light ampli-

fication, under the principal direction of Mr. Radames Kurt Horst Gebel.

The origins of this accomplishment go back to the period of Opera-

tion Paperclip, which brought many talented German and Austrian scien-

tists to United States research establishments immediately after World

War II. Among them was Gebel, who had been with Zeiss-Ikon during the

war and then served as consulting electronic engineer with the British

naval research program for a little over a year. Gebel was brought as

a Paperclip scientist to the Office of Air Research (from which ARL

developed*) at Wright-Patterson Air Force Base, primarily because of

* The Office of Air Research is not to be confused with the present
Office of Aerospace Research, although the two obviously have fea-
tures in common. The Office of Air Research was established at
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his wartime research and development work on military control systems,

such as Zue, Zuema, and Hirsh. These are guidance devices which were

operationally used in tanks, submarines, and night fighters.

Gebel arrived at ARL in 1948, in the midst of a challenging period
for Air Force research and development. The breakthrough into jet and

supersonic propulsion had brought with it, many scientific and technical

problems which were radically new or at least had not been encountered

previously on a significant scale. Initially, he found himself in the
same position as many other German scientists -- unfamiliar with the

Xnglish language and lacking adequate research equipment. However,

after the Paperclip scientists discovered a large collection of elec-

tronic parts left over from the war period, known as the "Cambridge

stocks," Gebel and others were able to improvise what they needed to

begin research. 2 Gebel himself undertook research in his own special-

ization of electronic systems and optical test equipment.
In due course, Gebel wrs called upon to collaborate in a program

of research in the area of electro-optical systems that was the out-

growth of an Air Force contract initiated in 1948 with the Freed Radio

Corporation. The objective of this contract, which was monitored by

Wright-Patterson Air Force Base in February 1948 as an agency of the
Air Materiel Command. When the Air Research and Development Conand
(ARDC) was established in 1951, certain functions of the Office of
Air Research -- notably in the monitoring of research contracts -
were transferred to the headquarters staff of the new command organ-
ization. What remained at Wright Field of the Office of Air Research
was then renamed Flight Research Laboratory and became part of ARDC's
Wright Air Development Center. In May 1953, the flight Research Labo-
ratory was renamed Aeronautical Research Laboratory (ARL). The Wright
Air Development Center has since evolved into the present Aeronautical
Sstms Division of Air Force Systems Command. ARL, however, was sep.-
arated from the rest of the Wright-Patterson research and development
complex in the first half of 1960, when it became part of the Air
Force Research Division, the immediate predecessor of the Office of
Aerospace Research.
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Mr. Ben B. Johnstone as task scientist, was to obtain a system in which

a persistent image from a dark-trace screen could be projected and used

like a slide projector in connection with a high-powered light source

for tracing the path of an aircraft across the surface of a map. 3 After

an Air Force investment of nearly $200,000, the contractor had not suc-

ceeded in attaining this goal by use of the methods originally planned.

The objective of the research effort was then modified, about 1950, to

become the production of a preliminary model of a high-resolution,

closed-circuit television system
4

This contract modification was in line with the research interests

of Dr. John E. Clemens, who headed the Special Projects Section and the

Physics Research Group of the Office of Air Research -- two units that

were combined in the Physics Research Branch of the Aeronautical Re-

search Laboratory (ARL)* after the Office of Air Research was discon-

tinued and its former nucleus emerged as ARL. Although his own inter-

ests were slanted more in the direction of applied than of basic re-

search, Clemens made a large contribution toward providing ARL both

with needed resources and with a significant project workload. More-

over, one problem that especially attracted Clemens' attention was that

involving the stability of aircraft windows at supersonic speed under

the impact of high skin temperature and high aerodynamic pressure. One

possible answer to this problem was the concept of a 'flying coffin,"

an aircraft without windows; and Clemens in fact became comitted to

the idea of eliminating aircraft windows, placing the pilot in a prone

position, ** and then affording him a clear field of vision by means of

At the time the two units were combined. ARL was known as the Flight
Research Laboratory, but to introduce this designation in the text
would cause undue confusion. It is much simpler to use the tern ARL
from here on -- whether referring to the present ARL, to the Flight
Research Laboratory, or to those portions of the Office of Air Re-
search that ultimately formed part of ARL.

** The prone flying technique was also under serious consideration at
this period as a means of increasing pilot tolerance to acceleration
force:;.
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a closed-circuit and high-resolution television system. It was hoped
that such a system would result from the modified contract with the

Freed Corporation, which was still monitored by Mr. Johnstone (then
serving as assistant to Dr. Clemens at ARL). Although the ultimate
goal was a 5000-line resolution, the imediate objective was only
2000-3000 lines. Freed produced a 1000-line system, by using a British

pick-up tube of commercial sensitivity, and carried on further research
under the contract until its termination in May 1931; but the high

resolution was not achieved.

Gebel was assigned to this same effort as an in-house investi-
gator, even though he was frankly skeptical about realizing the objec-
tive of a 5000-line (or even 3000-line) television system. Such sys-
tems were theoretically possible, but they called for accomplishments
which were beyond the state of the art as it existed at that time.

Hence Gebel suggested that, instead of endeavoring to reach higher
stages of resolution, research should be carried out in the area of low

light levels, aiming at modest resolution but high sensitivity. Even
with a readily obtainable resolution, he felt, a system with sensitiv-
itj, to -:cel the unaided human eye would be extremely valuable for fu-

g :.i.itary applications.

As Jebel anticipated, work on the high-resolution, closed-circuit
television system proved extremely complex from an engineering stand-
point. However, Gebel himself, on his own initiative, began to inves-
tigate the feasibility of excelling the sensitivity of the unaided hu-

man are by means of a special apparatus that would amplify extremely
low levels of light. This was initially an unofficial investigation,
which Gebel began about March 1952 over and above his other research

duties. Nevertheless, he pushed ahead with it despite both a perennial
shortage of funds and the pessimism of those scientists who accepted

the popular contention that it was impossible to surpass the sensitiv-
ity of the human eye.

The difficulty of obtaining equipment on a restricted budget was
at first a serious hindrance to research in the low-light-level area.



Luckily, Gebel's assistant at the time, Mr. Lake Croft, found several

old television cameras stored at Wright-Patterson Air Force Base, which

were dismantled to find components for possible use in a light-amplifi-

cation system. B taking advantage of older equipment not in current

use, the research effort was able to proceed without draining limited

project funds for the purchase of new equipment.

Gebel felt that in order to achieve the optimum in light amplifi-

cation a scientist should first study and evaluate pertinent data on

the human visual organs, and if necessary carry out further fundamental

research in this field. As a result, he wrote a study on vision con-

taining new ideas about color perception: "Physiology and Psycholog-

ical Behavior of Human Visual Organs." 5

Another prerequisite for a serious study of light amplification

was to work out some method of measuring the low light levels which

Gebel hoped to detect and amplify. Since no adequate instrumentation

for this purpose existed, Gebel had to construct his own low-level

light meter. The resulting portable four-unit instrument permits

measurement of extremely low luminescence levels with 10- 8 foot-lambert

threshold. The light meter consists of a six-volt source, which is

stepped up to 6000 volts by a transistorized nonmechanical chopper and

power supply unit; a pick-up unit consisting of a photomultiplier trans-

ducer with an image converter tube and a Leitz 50-millimeter flil.5 lcins;

and the fourth unit, the amplifier, which is used for adjusting and

calibrating the instrument in addition to amplifying and measuring.

While Gebel continued working on his low-light-level system -- at

some sacrifice to the research on high-resolution systems -- Dr. Clemens

still r . .. ..X'::z! ", , high-resolution television system to which he was

committed. Clepien. was sure that the latter system would make an im-

portant contribution toward solving the problems of supersonic flight,

and he, on his part, was somewhat skeptical about Gebel's low-light-

level research. Nevertheless, he permitted Gebel's investigation to

continue without hindering it to arq great extent.

Simply expressed, Gebel's approach to the light-amplification prob-

lem was to focus the image of a low-light-level scene onto a transducer

3 est Available Copy
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which converts the optical image into an electrical signal, which is

then amplified and modified. A cathode-ray-tube electron beam is then

modulated by the signal, and a very bright image of the scene is repro-

duced on the phosphor screen.* Although the term was not actually used

until much later, Gebel's concept can best be described as a sequential

light-amplifier system. This designation implies the most important

single aspect of the system, which is the fact that it forms from the

image information a time-sequential video signal that may be modified

and amplified. It is mostly this aspect which made the system distinct-

ly superior to earlier methods of light amplification employing image-

converter techniques without the sequence of transducing and scanning.

Gebel had the first real opportunity to demonstrate the feasibil-

ity of his approach in the latter part of 1953, roughly a year and a

half after the start of his research in this area, when he showed an

experimental arrangement in the laboratory to Major General Albert

Boyd. General Boyd at that time was Commander of the Wright Air Develop-

ment Center, which included ARL; and he at once showed great interest in

the test set-up, which featured a sealed box containing very dimly il-

luminated numbers. When the interior of the box was viewed by the un-

aided human eye through one of two openings, it appeared dark to the

observer. After the necessary time lapse to accustm the eye to dark-

ness, General Boyd still could not distinguish the numbers on the oppo-

site side of the box. Gebel then demonstrated the use of low-light-level

image amplification by adjusting the optical system of the pick-up unit

of his apparatus to the second opening in the box, with the result that

the n~mhe could be seen on the phosphor screen of the reproducer unit

with the brightne,: of daylight. Gleneral Boyd was visibly impressed by

the demonstration ana proceeded to investigate the project more thorough-

ly. He did not fail to grasp the potential scientific and military uses

* A more complete technical description of the amplification system as
worked out by Gebel is found in Appendix A, 'Technical Aspects and
Mechanism of Performance.0 For the basic concept of the system, a pat-
ent (#2955158, "Light Amplifier") was issued to the United States
Government with Gebel as the inventor.
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of light amplification. Moreover, Geneal Boyd is widely credited with

inventing the name Cat Wye by which Gebel's project came to be known,

although he modestly disclaims that this term originated with him.

General Boyd not only saw to it that a breadboard arrangement was

flight-tested at the earliest opportunity but even took part in the

first airborne experiment himself. On 15 December 1953 an apparatus

consisting of a pick-up portion, associated electronic circuitry, and

presentation display unit was installed in a C-47 aircraft at Wright-

Patterson Air Force Base. It was then taken aloft for about six hours,

in a test that covered light intensities from full daylight to two hours

after sunset with cloud cover. The apparatus worked fairly satisfac-

torily during the entire flight, successfully demonstrating its low-

light-level capabilities. At one point General Boyd, who had noticed
the poor visibility of the runway while sitting in the cockpit, came

aft to witness the image reproduction on the display unit and was great-

ly impressed once again on seeing the runways reproduced with tiic

brightness of daylight. Another observer, who went along on the same

flight, remarked that he would not have believed the results if he had

not seen the demonstration himself. What is more, Gebel's calculations

indicated that the practical useable limit of low-light-level amplifica-

tion could be approximately 10,000 times greater than that demonstrated

by the breadboard model used in the flight test.7

With the initial success of Gebel's light-amplification research

proving even greater than anticipated. General Boyd urged immediate

technical development of the sequential light-amplifier system. Yet

Gebel himself realized that his light-amplification work was still in

its early stages and that additional refinements were not only possible
but mandatory. He therefore objected that an early program of techni-

cal development would be premature and explained the future accomplish-

ments which could be expected to result from further research efforts.

The argument Gebel presented was indeed a convincing one, and it was

therefore decided to carry out further basic studies before transfer-

ring the project to applied research and eventual development for oper-

ational use. Dr. Clemens, who had previously favored high-resolution
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resarch as against low-light-level studies, abandoned his insistence
upon a high-resolution television system in order to support this work
with the resources at his disposal. In effect, Gebel was now encourag-
ed to devote all his energies to research on low-light-level Image in-
tensification. 8



Chapter II

PROJECT A124INISTRATION AND RESEARCH 1953-1957

By the close of 1953. thanks to the successful flight testing that

was carried out in the month of December, Cat Bye* was already ranked

as one of the "five most J,,iportant research tasks" of the Aeronautical

Research Laboratory (ARL). I Nevertheless, while the testing had demon-

strated an amplification gain of lO5 , this was substantially less than

the project scientist, Mr. R. K. H. Gebel, believed to be the theoret-

ical potential of low-light-level image-intensifier systems. The test-

ing had also revealed many areas in which much fundamental work was

mandatory if the Air Force was to obtain a militarily useable device.

The experimental light amplifier tested in December 1953 made use

of commercially available parts, which placed a definite limit on the

* It must be emphasized that the term Cat Eye, correctly used, stands
for a research effort or project, whose objective was to investigate
the feasibility of reaching the sensitivity limit imposed on light
amplification by quantum mechanics. This is the sense in which the
term should always be interpreted in the present history. To be sure,
in the beginning the term Cat Rye was also applied to the early ampli-
fier equipment with which R.K.H. Gebel was working at Wright-Patterson
Air Force Base, and at that time such usage was clear enough. By and
large, however, the term is too easily subject to misinterpretation if
used to designate either a piece of hardware or one specific technique
of image intensification. The central feature of the Cat Bye research
effort was R.K.H. Gebel's conception of a light-amplification system
using scanning techniques similar to those used in television, so that
his basic idea has alzo been defined on various occasions as a "closed-
circuit television light-amplifier system.* But this term is also mis.
leading; for one thing, it is too restrictive. A more suitable desig-
nation for Gebel's conception is "sequential light-amplifier system,"
as already used in the preceding chapter. The fundamental principle
of such a system can be applied and exploited in mazy different ways
and with marW different components; and though it was carefully ex-
plored by the Cat 4e project, the latter never sought to develop a
final operational system, which would have been outside the scope of
the Aeronautical Research Laboratory's basic research mission.

9
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threshold of sensitivity that could be reached as well as presenting

other serious difficulties. The long-range goal, in any event, was

to approach the absolute threshold imposed by quantum mechanics while

at the same time establishing the feasibility of a transducer for se-

quential light-amplifier systems that would be suitable for military

missions. Gebel had earlier suggested that this might be accomplished

by means of a super-image orthicon using intensifier sections before

the image orthicon and employing a special target plate; and now that

the Cat Eye project had become one of the major concerns of ARL, he

proceeded to initiate a series of research contracts designed to ob-

tain such a transducer. The contracts were awarded by ARL to two main

contractors: the RCA Laboratories in Princeton, New Jersey, and the

Westinghouse Electric Corporation. 2  Under these ARL contracts, RCA

worked principally to increase the transducer sensitivity; and Dr.

George A. Morton, the RCA scientist most closely associated with the

Cat Wre project, has been credited with achieving a genuine $break-

through in over-all sensitivity of imaging systems.' 3 Ultimately

Morton, Dr. John E. Rnedy, and associates devised a transducer that

made possible (in a sequential light-amplifier system) a useful image

intensification of more than 20 billion times -- from a scene bright-

ness of 5 x 10- 9 foot-lambert. (Bright moonlight is equivalent to

25 x 10- 3 foot-lambert.) At Westinghouse, meanwhile, Joseph Lampert,

James Hall, and associates were devoting much of their effort to the

problem of microphonics. In due course they succeeded in producing

a transducer which had almost no microphonics even under severe vibra-

tion and could in fact be considered an item of ruggedized equipment,

built to withstand heavy punishment.

The RCA and Westinghouse contractual efforts did not yield sen-

sational advances overnight, for progress was inevitably gradual in

a pioneering endeavor such as this. Thus an amplification gain of

more than one billion times was not actually demonstrated until 1957,

and then only under very carefully controlled conditions. Moreover,

simply because the Cat Fge project was in no sense a development ef-

fort, the transducers made by the two contractor firms were always
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strictly etal in nature. Dr. Norton. for example, was most

careful to make clear that he could not guarantee the duration of use-

ful life of his transducers; they were designed only to demonstrate the

attainability of certain research objectives, not to serve as opera-

tional prototypes. 5

In addition to monitoring both RCA and Westinghouse contracts,

Gebel continued to conduct an in-house effort at ARL, in which he sought

to conceive and investigate new ideas for a more advanced sequential

light-amplifier qstem. Indeed, some of the most interesting aspects

of the project were handled primarily on an in-house basis. One ex-

ample was the investigation of a color capability, which would be of

special importance in camouflage detection; on the basis of this work

a patent (number 3005108, *Solid State Light Amplifier for Color") uas

granted to the United States Government with Gebel listed as the in-

ventor. Gebel's in-house work also included the conception and in-

vestigation, starting about 1956, of a "background compesation' trans-

ducer which permitted the detection and display of moving objects only.

The United States Government likewise obtained a separate patent for

this device (nmber 2969077, 'Moving Target Indicator with Background

Ompensation for Visual Light and Near InfraredP), with Gebel as inven-

tor.
7 *

For a more complete technical discussion of all these and other

project accomplishments, the interested reader must consult Appendix A

at the end of this history and the various technical notes and reports

published in connection with the Cat We research effort. The present

text will be principalj concerned with administration and coordination
of Cat Eye research and with oertain observational and test programs
that featured the use of experimental sequential iay s qa-

tens. These other activities may not equal the basic scientific and

Dr. orton at RCA also devised a transducer for display of moving ob-
jects only, in connection with his contractual work for the Cat 1e
project. His approach and Gebel' s will be discussed in more detail
in Appendix A, OTechnical Aspects and Mechanism of Performance.'
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technical work in ultimate significance, but the consumed a far frem

negligible amount of time and effort.

Thus one immediate effect of the increased emphasis placed on the

Cat Bye project following the successful flight tests of December 1953

was - quite t~picay1y - to create funding complications. The ARL

budget for Fiscal Year (Fr) 1954 had not made provision for an effort

on the scale now contemplated, and various planning meetings were held

to explore possible solutions. At one such meeting, on 15 January 1954,

attended by representatives of both ARL and the Wright Air Development

Center (WADC) Directorate of Laboratories, it was decided that Cat Wre

research was compatible with current and planned efforts of the WADC

Photographic Reconnaissance Laboratory and could 'justifiably be given

funds "under any one of several currently approved photographic pro-

jeocts.' Moreover, two separate alternatives were available for the

funding of the light-amplification work. Either funds up to $100,000

could be made available by substitution of Cat ye for "sme presently

planned Photographic Reconnaissance Laboratory work'; or up to $75,000

could be obtained by general reprograming among that laboratory' s pro-

Jects. Several weeks later the second alternative was decided upon. 8

Obviously, this short exercise in programing was of no great moment

in the long run, but it is one example of the administrative details

continual3y requiring attention.

The sequential light-amplification system was also beginning to
interest ma individual scientists, scientific orgmnisations, and other
government agencies. Although at first large portions of the project

were classified, Gebel was repeatedly called upon to present papers

to tecbnical and scientific conferences. As often as possible he ac-
cepted the Invitations, feeling that the oamuniation of the results

of his research, if it could interest others, eventually would lead to

more work in the area of light amplification and thus shorten the time

lapse from research to actual development and producti=n of high-per-

formanoe image-intensifier systems.

The adlUght Program Conference held at Wright-Patterson Air Force

Base on 16-17 February 1954 was attended by representatives of all major
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Air Force comeando to discuss research and developent matters relating

to radar, photographic, and optical systems. At this confereno Gebel

had the opportunity - through a paper delivere. by Dr. John S. Clemenso

Chief of the ARL Physics Research Branch to which Gebel was assigned -
to offer a review of his work and arouse the interest of other Air Force

comeands in light-amplification research. Then, early in April, Gebel
himself presented a description of the low.level light moor, which he

had designed especially for the Cat Fjo project, to the Armed Forces-

Natioeal Research Council Vision Cemmittee in Washington, D. C. Gebel

took advantage of this same trip east to visit the RCA Laboratories at

Princeton, for a discussion of light-amplification research efforts and

problems.
9

Gebel's presentation to the Vision Camittoo brought him a further

invitation to attend the Conference on Image Converters sponsored by the

United States Bureau of Mines in October 1954. And in 1955 Gebel, Clem-

ens, and associates gave a special demonstration and briefing to the

Tactical Air Command in another effort to stimulate more Air Force study

and research on the varied aspects and mission applications of light am-

plification. In general, the response to all these presentations was
enthusiastic. Gebel received frequent requests for additional data,

from other organizations both in the United States and in foreign coun-

tries (e.g., Office of Naval Research, National Research Council of Cana-

da.) Because of the classification problem, it was necessary to with-

hold certain data from nongovermental groups, and information was also

delayed in being transmitted to other official agencies because of the

time consumed in routine security processing. Nevertheless, Gebel and

others at AL spent a great deal of time both in answering requests

for information and in briefing visitors who had the necessary security

clearance. 10

,one quarters, a definite Obanduagon offect' was discernible.

At least it appeared to Gebel that people occasionally sought to find

applications for the sequential light-amplifier system or components in

their own work because the Cat Eye project had made that aystem fashion-

able rather than for ar7 sound technical reason. One proposal to make



use of the system in another project was bluntly labelled as hidiotiW
in the written evaluation drawn up by Gebel. 1 ' On the other hand, when-

ever a valid application seemed possible, he was glad to offer what help
he could. For example, the WADC Aerial Reconnaissance Laboratory (which

had absorbed the Photographic Reconnaissance Laboratory) was supplied

with constant up-to-date technical information on the Cat 1e research

- information that supported various efforts to develop *useful [am-

plifier] devices short of the ultimate." 1 2 Another development effort

involving substantial coordination and exchange of information with

Gebel was that of the Army Rngineer Research and Development Laborator-

ies, Fort Belvoir, Virginia. The latter organization has properly re-

ceived wide recognition for its work (principally directed by Mr. M yron

W. Klein) in developing image intensifiers along lines similar to those
suggested by Gebel in his Cat Eye research. 13

Funding problems of course continued to be a routine feature of the

Cat We project, as of nearly all Air Force research activities. How-

ever, during the sumer of 1955 the climate of the Dayton area led to

difficulties of another sort which served to interrupt Gebel's In-house

investigations at least temporarily. The hot and humid weather adverse-
ly affected temperature-sensitive equipment, and after an unsuccessful

attempt to obtain air conditioning for the room in which he housed a
breadboard model, Gebel had to resort to his own devices. In order to

cool the light-amplifier system including a newly delivered transducer,

he used air that was cooled by dry ice and forced over the equipment by

16-inch fans. The attempt failed because of water condensation which

damaged the high-voltage section. This caused a breakdown which delayed
Gebel's research while he made necessary repairs - at a time when data

on the new transducer were also urgently needed to guide the Westing-

house and RCA contractual efforts.
14

In the fall of the same year, 1955, certain changes occurred in the

personnel associated with the Cat &ye project. In the first place, Dr.

Clemens resigned from ARL and accepted a position in private industry.

He was succeeded as Chief of the [Engineering] Physics Research Branch
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by Dr. Lee Devol, who still heads the unit (which has since evolved into

the Solid State Physics Research Branch). Dr. Devol established a very

good working relationship both with and among the German and American

scientists assigned to his branch, and he gave Gebel wholehearted sup-

port on all aspects of Cat Bye. At the same time, he strongly encour-

aged Gobel to prepare formal technical notes and reports for external

consumption. The latter was easier said than done, in the beginning,

especially since Gebel's former assistant, Mr. Lke Croft, had left ARL

with Dr. Clemens. Gebel thus had to spend a greater amount of his own

time in such activities as monitoring contracts. However, early in 1956

Gebel obtained a new research assistant, Mr. Roy Hayslett. The Cat rs
research staff was bolstered further at tr#t tie by the addition of a

skilled technician and mechanic, Mr. Heinrich A. 3ost, and six menths

later by Mr. Harry Beck, another technician. This increase in staff

somewhat relieved (even if it did not entirely end) the manpower short-

age that had hampered the Cat. Ee program. 1 1

A high point in the continuing round of project coordination and

presentations was a demonstration of the sequential light-amplifier sys-

tom on 10 May 1956 at the request of Headquarters Air Research and De-
velopment Conmand (ARDC) The demonstration took place in Baltimore,

Maryland, whore Headquarters ARDC was then located, and was repeated

several times (with a short briefing and discussion on each occasion).

It was witnessed by Lieutenant General Thomas S. Power, Coander, and

Major General J. W. Sessuns, Vice Comander, as well as other senior

ARDC officials. General Power was definitely impressed and voiced a

maber of questions regarding the use of such an apparatus, even though

the demonstration had encountered some technical difficulties. Gebel

and Devol had requested that an air-conditioned ream be provided for

the demonstration of the texperature-sensitive equipment; but upon

arrival at headquarters on 9 May they found that the roam assigned was

not air-conditioned. Gebel, Bost, and Hayslett worked through the night

to readjust the equipment so as to provide the best possible demonstra-

tion under these circumstances. In the end, the performance was still

handicapped by the high room temperature, not to mention the lack of a
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special lens which was first requested the year betore but which still

had not bee funded and bought. Nevertheless, a fair demonstration was

presented 16

ARL also continued during 1956 to furnish information to other Air

Force oomnds regarding possible applications of the sequential light-

amplifier system in meeting their operational needs. For example, an

inquiry was received from the Air Rescue Servio of Military Air Trans-

port Service, inspired by mention of the Cat lWe project in a service

publicatien, concerning the suitability of the system for use in rescu-

ing the survivors of aircraft accidents both at sea and ashore. This

was without question a legitimate field in which to seek applications,

and some h4bl interesting suggestions were subitted in reply. 17 *

Coordination with other agencies, though always a principal activ.

ity of the Cat We project, naturally received special emphasis when

there appeared to be some chance of obtaining financial or other con-

crete assistance in return. Such a possibility arose in January 1957

- and was extremely welcome because of greater-than-usual fundin dif-

ficulties at that time - when Dr. Devol received a call from Major Mil-

ton M. Berry at the ArsW Electronic Proving Oround, Fort Huachuca, Ari-

sona, concerning potential applications of the sequential light-ampli-

fier system. During the course of the discussion, Major Berry stated

that his organization might have funds available to help support the

work of the Cat Wye project, although he did net mention specific

amounts. 1 8  A day or so later, Devol and Mr. Zdwin J. Callan telephoned

Major Berry from ARL and informed him that $136,000 was urgently needed

to support research until the arrival of requested F7-58 funds. Al-

though Berry himself was in no position to o t money, he felt that

the chances were good, if the matter was taken up directly with the

C4mamding General, ArW Electronic Proving around. 1 9

On 6 February 1957 a letter was sent from ARL to the Cemanding

General of the Proving around which reiterated the obvious value of the

* For a further discussion of the rescue applications, see Appendix A.
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sequential light-amplifier system for such purposes as viewing of battle

areas on a dark night, explained the present shortage of project funds,

and stressed the possibility of a temporary slowdown in Cat Bye work

pending the receipt of FY-58 money. The letter also proposed making

certain advanced amplifier equipment available to the Proving Greund for

experimental use. 20 Unfortunately, nothing came of these negotiations.

On 7 March 1957 the Proving Ground made its official reply to ARL:

The research and development funds available to the Arm Elec-
tronic Proving Ground for the current Fiscal Year have been cam-
plet4 exhausted. However, due to considerable interest of the
Army Electronic Proving 0round on the subject program and in
view of the direct application for Improvement of Battle Area
Surveillance Sensory Devices, it is considered of primary Im-
portance that optimum effort be continued if possible.

The Proving Ground therefore took the step of forwarding ARL' s letter

to the Signal Corps hgineering Laboratories for possible further ac-

tion.
2 1

Another administrative exercise during the first half of 1957 was

the formal establishment at ARL of Project 7072, Research on the Quantum

Nature of Light, as the vehicle for official documentation of the Cat

lye research effort. Previously, it had been documented as Task ?0827,

Light Amplification, of Project 6219, Airborne Special Seners; and

this same Task 70827 was carried over into the new project. 2 2 However,

the difference between the titles of the two projects was in itself

somewhat significant, reflecting the emphasis on basic-research aspects

that Dr. Devol strongly favored in the workload of his branch. To be

sure, Devel later expressed some reservations about the exact wording

of the new project' s title, but he also ebserved that Othe extreme sensi-

tivity of the detection being achieved, down to a few quanta, the fact

that the limits on accomplishment now affecting the effort depend on

quantum statistics, and the fact that evidence bearing on the fundameut-

al nature of light may actually be found, make it not illogical." 2 3

As stated in the project documentation, the objective of Task 70827,

Light Amplification, was to *conduct research on the nature of light

through the use of opto-electronic methods of amplification which permit
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mere quantitative studies of fields containing few quanta, and to study

phenomena such as photo-emission and luminescence which will perit

greater sensitivity and resolution in the conduct of the research.g 24

This one task comprised the main Cat Eye research effort, with Mr. Gebel

as task scientist. However, Project 7072 also included a Task 70844

"Opto-ILectronic Scanning," whose formal objective was to $study theo-

retical y and experimentally the principles of opto-eleotrenic scanning

so as to obtain high resolution and instantaneous intelligence transfer

between modulated electron currents and modulated photon fluxes." 2 5  The

title of Task 70844 was subsequently changed to 'Optical Tranoducing

Processes,' with its objective also redefined: 'to conduct Lheoretical

and experimental research in electron and solid state physics pertinent

to photon detection principles and processes.'2 Task 7084 served,

o.ientlally, to :;upplement the primary task by exploring new basic ideas

of .o-iLIe application not only to the sequential light-amplifier sys-

tem but also to other image-intensification systems. The research con-

tracts granted under it, though largely initiated by Gebel, were meni-

tored by other members of the ARL staff -- Mr. D. C. Van Sickle, Mr.

George Klingler, and Mr. Cole W. Litton. 2 7

In the last analysis, of course, administrative questions were less

Impertant than the beginning early in 1957 of a program of astronomical

observations using the sequential light-amplifier system at the Weaver

Observatory of Wittenberg University, Springfield, Ohio. Dr. Lloyd L

Wylie, professor of astronomy at fittenberg, was hired as a consultant

to assist with these experiments, while Wittenberg University furnished

its observatory, ten-inch refractive telescope, and other physical fa-

cilities without cost to the Air Force. ARL furnished the amplifier

systm itself and the staff scientists who installed and used the elec-

tronic equipment and performed the necessary modification of the tele-

scope. The primary purpose of this collaborative effort was to prove

the sensitivity of the equipment by photographing various celestial

bodies not only at night time but also during the daytime, taking advan-

tage of the capability of the equipment to detect very small differences

in brightness.
2 8
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A number of photographs were taken at the Wittenberg installation

which would not have been possible by conventional photography, es-

pecially the daytime recordings. Among other things, a kinescope re-

cording was taken at 1400 hours local time which shows the star Vega

as a bright scintillating spot against a black background, instead of

its natural dimness against the bright daytime sky. Another recording

was of the planet Venus, during a crescent stage, obtained in mid-after-

nen with an exposure time of 1/25 second. This picture likewise shows

the celestial body as a bright area against a black background, thus

demonstrating the remarkable capacity of a system of this kind for back-

ground elimination and contrast enhancement.

A high-contrast, mosaic-type picture of the full moon was also pro-

duced. Normally, an attempt to obtain details on the moon by photogra-
pby is made only when the phase of the moon is such as to create shadows,

but thanks to contrast enhancement the picture obtained at Wittenberg

gives a full-face view showing details over essentially the entire vis-

ible surface. Obviously, pictures taken with this kind of instrumenta-

tion may some day prove very important for the detection of man-made

markings on the surface of the moon.

Although the contributions which the sequential light-amplifLer

system can make to astronomical research are very great, the experi-

ments at dittenberg had a direct bearing on other possible uses as well.

In particular, Gebel had been giving careful consideration to the role

that the system mipht play in mi.s.ile tracking, an6i ho x' a , '' thn day-
time detection of celeotial bodie6 az con,tituting,. .. u.....,, in

exercise in electro-optical acquisition and tracking of missiles -- with

Vega and Venus serving as simulated missile bodies.

Interest in tracking capabilities increased sharply in October 1957,

after the launching of the first umanned satellite, Sputnik I. In re-.

sponse to an urgent request from higher Air Force echelons for trajec-

tory data and an inquiry from the Air Technical Intelligence Center as

to the possibility of photographing the third-stage rocket of Sputnik I

at a high enough resolution to supply data on its size and configuration,
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ARL attempted to obtain the desired information with the help of the

sequential light-amplifier system. From the outset it was considered

unlikely that the satellite could be successfully photographed with the

installation at Wittenberg University, because of the very small field

of view of the telescope and because the mounting (which was designed

for following a star-image course) was too cumbersome for the fast

tracking demanded by a satellite. Nevertheless, numerous efforts were

made -- without much success -- to track and photograph the satellite

using this equipent.
As a more effective means of obtaining the desired information,

a new installation was constructed at Wright-Patterson Air Force Base

that used a sequential light-amplifier system in conjunction with a

suitable telescope on a gun mount having the necessary tracking speed.
A powered Navy gun mount was obtained from the Naval Storage Supply

Depot at Mechanicsburg, Pennsylvania, and was installed at Wright-Pat-

terson Air Force Base by Mr. D. C. Van Sickle of ARL. Modification of

the gun mount and the in-house design and construction of an optical

system (as well as of another sequential light-amplifier apparatus)

were the responsibility of Mr. George A. Klingler. Dr. Warner Ram-
bauske of the University of Dayton also took part in this undertaking
as a consulting astronomer. The equipment was finally put into opera-

tion near the end of November 1957.
At first it was expected that the remote-tracking servomechanism,

visually operated, would control the mount in the initial stages of

tracking and that the human observer on the gun mount would take over

control and make the necessary corrections when the satellite came into

view of the mount tracking scopes. Later it was discovered that the gun

mount could be brought on the target in less time and more surely by a

person sighting along the main telescope tube and relaying azimuth and

elevation corrections to the trackers by oral command. When the main

telescope was brought to bear on the satellite, the image was passed to

the transducer photocathode by the proper positioning of a mirror.

AMter the light amplification had taken place, the image appeared on the
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monitor screen and was recorded on 16mailL eter motion picture film.

At the sm time, other notion picture ameras were zcoording the azi.

muth and elevation information.

The first ral2.y successful satellite photographs made through the

use of this apparatus were taken of Sputnik Il during predawn conditions

on U December 1957, at distances ranging from 600 to 758 miles. The

original objective was to attain a resolution of 1.35 seconds of arc,

sufficient to resolve two objects approximately 17 feet apart at a range

of 500 miles. This resolution is the maximiu theoretically attainable

with the six-inch-dimeter objective lens that was used. It was closedy

approached near the end of the progrm. However, to achieve this reso-

lution, two modifications of the original qasten were required. The

effeetive resolution obtained was very sensitive to mall changes in the

distances between the different lenses of the telescope, with the result

that changes in the mbient temperature caused ezoessive loss of resolu-

tion. This trouble was eliminated by providing means for making fine

changes in the fecusing adjusaents under operating conditions. It also

proved necessary to match the resolution of the sequential lightuampli-

fier system with the limitation in resolution imposed by air turbulance

- which was achieved by building a new and more highly refined tele-

scope with a sufficiently long focal length. Acquisition tracking, how-

ever, was still perforued with the original sights of the gun mount.

After the completion of the satellite-tracking program, the track-

Ing station itself was loaned to the Uhiversity of Dayton. There it was

used both for researsh purposes and for student in-service training pro-

gras.



Chalter III

PARTICIPATION OF THE CAT EYE PROJECT IN THE IGY

Even while the astronomical and satellite observations described

in the preceding chapter were still underway, preparations had started

for another test program involving further evaluation of the sequential

light-amplifier system under the auspices of the Smithsonian Astrophy-

sical Observatory. This new program was also intended, at least in the

beginning, to form part of the United States cooperative effort in the

International Geophysical Year (IGY), which lasted (despite its some-

what misleading title) from 1 July 1957 to 31 December 1958.

The work of the Cat ]We project in the field of image intensifica-

tion was personally brought to the attention of the Smithsonian by Dr.

Lee Devol of the Aeronautical Research Laboratory (ARL) in the sier

of 1956. While attending the Congress of the International Astronauti-

cal Federation in Rome, Italy, in September 1956, Devol described the

sequential light-amplifier system to Dr. Fred L. Whipple, who was Di-
rector of the Smithsonian Astrophysical Observatory; and as a result

of their discussion, Dr. Whipple made a trip to ARL later in the year

for a technical briefing on this amplifier system by Dr. Devol and Mr.

R. K. H. Gebel. During his visit an Immediate topic of discussion was

the possible use of the system to study the planet Mars while it was on

a close approach to the e.. Then, after returning to his headquar-

ters in Cambridge, Mass., ., ' wrote to Devol stating that Mars had
already moved too far away from its closest approach and that the view-

ing of another planet should be considered instead., This change in

plan eliminated the necessity for rushing the assembly of equipment, as

an alternative program of observations could be scheduled to suit the
convenience of everyone involved.

Although collaboration between the Smithsonian and ARL was not

pushed at this point, at Whipple's suggestion the Air Force Cambridge

22
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Research Center (AFCRI) contacted Devol regarding possible cooperation

in certain tests to be conducted in January 1957 at Organ Pass, New

Mexico.2 Although Gebel felt this date co be early, the assembly of

all the necessary equipment might still have been accomplished by put-

ting the enterprise on a crash basis. However, nothing came of these

discussions.

Contact was not severed with the Smithsonian staff during this

period of negotiation with AFCRC. Moreover, during March 1957 a visit

to ARL was made by Dr. J. Allen 1Tynek, who was Associate Director of the

Observatory and was also in charge of its planned IGY satellite-tracking

operations. Hynek took part in further briefings and discussions con-

cerning the light-amplification research program not only with Gebel

and Devol bnt also with Colonel Nathan L. Krisberg, Chief of ARL, and

Mr. Edwin J. Callan, who served in the ARL Operations Office.3 Later

in this visit Dr. Hynek was given a demonstration of the light-amplifier

apparatus at Wittenberg University. He was much impressed by the photo-

graphs of stars produced at Wittenberg during full daytime brightness

and exclaimed, "History is in the makingl
"4

One of the points discussed during Hynek' s visit to ARL was the

possibility of having the Smithsonian Astrophysical Observatory test

the operation of the sequential light-amplifier system. All the par-

ties directly concerned were strongly in favor of such a program; and

on 26 March 1957 Dr. Hynek followed through with a letter to Lieutenant

General Donald L. Putt, Deputy Chief of Staff for Development at Head-

quarters United States Air Force (USAF) regarding the possible experi-

mental operation of the light-amplification system under Smithsonian

auspices in the forthcoming IGY. The United States had undertaken an

earth satellite program (Project Vanguard) as part of its contribution

to the IGY and had assigned the Smithsonian Astrophysical Observatory

primary responsibility for optical tracking of the satellite. Smith-

sonian officials divided their program into two phases: precision op-

tical tracking by means of ffl Schmidt telescopic cameras stationed at

twelve points around the globe, and the lower-precision effort of track-

ing by teems of volunteer visual observers in Operation Moonwatch. As
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kinek observed to General Putt,

In our precision program, we have had to resort to standard
optical photographic methods as offering the surest method
consistent with the demands of accuracy. At the time our
decision was made, we had considered possible electronic
means of satellite tracking, but because of the pressure of
time and the developmental work yet necessary on electronic
methods, we decided upon tracking the satellite by photogra-
phy despite certain severe limitations that this method im-
poses.

Hynek stated further that the "immediate program" of precision tracking

had already been "frozen to meet the needs of the first satellite."

Nevertheless, Hynek urged General Putt to establish a cooperative link

between AREL and the Smithsonian Astrophysical Observatory, noting that
"the developments at EARL] hold such promise for the problem of the de-

tection of extremely faint objects . . . that we would be remiss in our

scientific obligations to the satellite program and the field of astron-

om if we did not explore the possibility of joining our resources with

yours in this research, to our mutual advantage."

More specifically, Dr. Wnek proposed that one complete light-am-

plification system be installed at one of the 12 precision tracking sta-

tions, so that the Smithsonian staff could "evaluate the potentialities

of the apparatus for purposes of tracking satellites and other faint ob-

jects and explore the potentialities of this new development for other

problems, notably of astronomical and astrophysical character." The

Smithsonian would primarily offer the services of its staff, who were

highly trained in astronomical investigations, once the system was in-

stalled. Dr. Hynek told General Putt that the Smithsonian budget for

the IGY program was limited and that
. . . if it were possible on our present budget to support
completely the equipment development program we would not
hesitate to do so. Our present budget, however, precludes
the expenditures necessary for the purchase and fabrication
of basic electronic equipment, which I am led to believe
would amount to approximately $100,000. Our transfer fund
could not exceed $10,000 this year. 5

Although General Putt was very enthusiastic over the possibility of

testing the light-amplification apparatus in the hand6 of the Smithsonian
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scientists, his 1 April 1957 reply to Dr. Hynek was necessarily non-

committal. He did assure &rnek, however, that "a cooperative effort
with regard to electronic-optical equipment for use in the Scientific

Satellite Optical Tracking Program is receiving serious consideration

. . . . Can,] that the desirability and value of the precise tracking

of the scientific satellite is recognized in the Air Force." General

Putt then forwarded Dr. Hynek's letter to the appropriate Air Force

command -- specifically to the Commander, Air Research and Development
Command (ARDC) -- observing that the objective "appears to offer the

Air Force a good opportunity to obtain an expert evaluation of tech-

niques and equipment potentially useful in this new but important

field, and it is believed that Dr. Hynek's proposal merits your serious

consideration."7

At Headquarters ARDC the task fell to Brigadier General Marvin C.
Demler, Deputy Commander for Research and Development, to investigate

the possibility of fulfilling Dr. Hynek's request at his command level.

General Demler informed General Putt on 29 April 1957 that he believed

the time was appropriate for the intensification of research efforts
on light amplification and the evaluation of its potential in detect-

ing and tracking satellites and other faint celestial objects. General

Demler believed that
. . . this proposed cooperative program offers the Air Force
an excellent opportunity to obtain the services of highly
qualified scientists engaged in the evaluation of light am-
plification equipment at a small fraction of the normal cost.
Furthermore, the possibility of obtaining the services of
such a highly qualified group through other sources is doubt-
ful, regardless of cost.

As to the funding of such a program, General Demler maintained somewhat

less optimistic views. Headquarters ARDC did not have the resources
immediately available to supply ARL with the $100,000 deemed necessary

for the entire assembly; it did, however, transfer $30,000 from ARDC's
Quick Reaction Funds for procurement of two specially made transducers.
These items required the longest lead-time and would have to be ordered

at once if the Air Force were to meet the schedule of the Smithsonian
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and of the M01. General Demler informed General Putt that ARDC intend-

ed to submit 'the remaining $70,000 requirement . . . to Headquarters

USA? as a high priority item to be included in the Fr [Fiscal Year]

1958 Advanced Buying Program of the 171 Service Test Budget." Demler

anticipated that these funds would be available early in Fr 1958 and

that procurement of the complete apparatus could thus be time-phased

effectively with the fabrication of the special transducers. 8

On 29 April General Demler also notified Dr. Fynek officially that

the Air Force was now committed to his proposal for cooperation. Gen-

eral Demler mentioned in his letter to flynek that the proposal was very

timely, fitting in well with the current status and progress of the Cat

Xye project, and that the Sithsonian staff would be provided with the

most advanced light-amplification equipment available to the Air Force.

ffynek was informed of the current funding problems and of the recent
transfer of $30,000 for long-lead-time procurement, and General Demler

added optimistically that the remaining $70,000 should become available

'shortly after . July 1957.09

Naturally, this decision was the outcome of some very extensive
consultation and coordination among different Air Force echelons.

Headquarters ARDC, on its part, was well aware of the Fynke proposal
before General Putt forwarded Hynek's letter to General Demler and at

first had endeavored to have ARL absorb the additional costs involved.
But when Headquarters USAF telephoned Colonel Krisberg on 4 April 1957

to see if ARL's financial situation could absorb the $100,000 in addi-
tional work, Krisbrg replied that ARL simply did not have the neces-
sary resources and that it would fall to Headquarters USAF and ARDC to
manage the funding of the $100,000.10 Colonel Krisberg and Lieutenant

Colonel Robert 0. Emlis, Assistant Chief of ARL, further discussed the
situation with Drs. Devol, y$nek, and Whipple on 19 April. Their dis-
cussion confirmed the earlier estimate that $100,000 would be absolute-
ly necessary for the equipment. It was estimated that the money would
be used as follows: two two-stage transducers costing $15,000 each,

which were the long-lead-time items and would constitute an intensifier
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image orthicon transducer system capable of a total gain of one billion

times; a storage unit with iatron storage tube costing $25,000, to per-

sit integration of successive scanned frames; a five-inch lens system

(long focal length) at $15,000, which would match the intensifier trans-

ducer face resolution to provide undistorted imaging; and a moderately

sophisticated electronic chain and assembly costing $30,000. Funding

questions were then discussed in greater detail by Colonel Ellis and

Mr. Callan of ARL and Captain Patrick H. Caulfield of the Plans and

Programs Division, ARDC Directorate of Research. Since funds had not

been found in the Wright Air Development Center (WADC) research program

to expedite purchase of the long-lead-time transducers, Captain Caul-

field stated that he would try for quick-reaction funding but could not

guarantee the amount. He also asked Callan if it would be possible to

use the $10,000 pledged by Dr. Hynek to help with transducer procure-

ment, since the ARDC Quick Reaction Funds were nearly exhausted. Cal-

lan agreed to check with Hynek but noted that the Smithsonian group was

primarily concerned with the "optics aspects" of the collaborative pro-

gram and might already have earmarked the funds for other equipment.

A Service Test Requirement was determined to be the best approach to

obtain the remaining items, and Captain Caulfield suggested that Master

Sergeant (later Chief Master Sergeant) Edmund T. Tyson, Jr., of the

Aerial Reconnaissance Laboratory, WADC, should aid in drafting the

necessary paperwork.
11

Callan also carefully investigated the possibility of assembling

the equipment in Air Force shops at Wright-Patterson Air Force Base.

However, this expedient would also have required some additional fund-

ing, not to mentiop the Air Force manpower involved. Hence there was

some doubt that the local shops could handle the job, and the idea of

in-house assembly was abandoned. 12

On 24 April 1957 Captain Caulfield telephoned Callan to state that
a TWX was being sent to WADC transferring $30,000 in ARDC's Quick Reac-

tion Funds to purchase the two transducers. Caulfield mentioned fur-

ther that certain preliminary steps had been taken to obtain approval
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of Headquarters USAF for the other $70,000 in equipment expenditures

under the proposed Service Test Requirement. 13

Now at last the funding question seemed on the way to solution.

At this point Lieutenant General Thomas S. Power, Comander of ARDC,
was given a briefing (25 April 1957) as to the current status of the

proposed collaboration between the uithsonian and the Cat Be pro-

ject by General Demler and Colonel Leslie B. Williams, ARDC Director

of Research. Dr. Hynek was similarly briefed by 2win Callan, and
Callan noted that Fynek was pleased by the expeditious handling of

affairs.

Also on 25 April, Major Walter Sanders of the Directorate of Re-

search, Headquarters ARDC, telephoned Colonel Ellis to relay a sugges-

tion that the Bendix Friez Lumicon chain (with standard image orthicon

and conventional circuitry) be used as a substitute for the more expen-
sive sequential light-amplifier system with the special transducers and

more sophisticated circuitry--a move that Colonel Ellis promptly disap.

proved because it would not provide the extreme sensitivity necessary

for evaluation. Secondly, Major Sanders inquired if it would be possi-
ble for ARL to await Fr 1958 funds, although he did mention that there
was still a possibility of obtaining some Fr 1957 funds if absolutely

essential. Colonel Ellis agreed to inform Headquarters ARDC what funds

would be currently needed and what expenditures could be postponed until
the arrival of FY 1958 funds.15

Drs. Whipple and Fynek telephoned ARL on 26 April to discuss the

proposed collaborative program in some detail with Colonel Ellis and
Dr. Devol and also to suggest still another joint operation. Whipple,

in particular, was extremely enthusiastic about the possibility of

mounting a light amplifier and good optical system on a stable platform

and then taking the platform to high altitude by means of an airplane

or balloon so that observations could be made with less atmospheric

interference. It was agreed that Dr. Devol would meet in Boston a week

later with Hynek and Whipple in order to explore this new proposal fur-
ther as well as to discuss technical and other arrangements for the
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entire joint program. Meanwhile, it was decided that the business as-

poets could best be handled by negotiating a dollar-a-year contract

between the Air Force and the Smithsonian AstropIsical Observatory.

This would, among other things, facilitate the transfer of Air Force

material and equipment. %

On 26 April a telephone call was made to Headquarters :w;,:.

answer to the previous call from Major Sanders and point int, n" that

the time schedule presently established for Project Vanguar. 6eiL L.

be met it would be impossible to await Fr 1958 funds for the entire

project. Colonel Ellis said that a maximum of $70,000 could be awaited

from FY 1958 funds, but the $30,000 for the two transducers of nine

months lead-time must be forthcoming mediately. Although Captain

Caulfield had mentioned two days earlier that $30,000 from Quick Re-

action Funds was being transferred by ARDC, written notification had

not arrived at ARL, and purchasing was being delayed. The $15,000

lens, the storage reproducer costing $25,000, and the remaining parts

had only a six-month lead-time and would properly phase with FY 195P

funding. Colonel Ellis stated that the transducers would be pr-o, ;ed

through RCA, the storage reproducer would be contracted with the ran. -

worth Electronic Company of Fort Wayne, Indiana, becau -( of their par-

ticular capability in this field, and the lens and other components

would be on open bid. 17

The $30,000 did finally arrive. Colonel Leslie B. Williams. as

ARDC Director of Research, then urged WADC on 1 May to expedite the

procurement of nine-month-lead-time transducer fabrication for whieh

the funds had been specifically earmarked. Williams stated tha. t

transferred funds must be obligated by 20 June 1957 and urged the

amending of the current contracts with RCA to cover this fabrication.18

Although there was less urgency in obtaining the other necessary

items--those that could wait for Fr 1958 money to become available--

the written Service Test Requirement was completed as of 9 May 1957
and was forwarded from Headquarters ARDC to Headquarters USAF on 13 May.

It called for funds to obtain all the needed components except the spe-

cial rransducers--which were being ordered separately--and to assemble
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final assembly could be performed by Westinghouse, Philo, or RCA. In

view of the Air Force policy of not ordering new equipment when opera-

tional equirsent is available, it was carefuljy noted that this appa-

ratus would replace no equipment in current une. The Service Test Re-

quirement was specifically submitted for BP-264 (centrally-procured

photographic equipment) funding. 19

A few days later word was received at Headquarters ARDC that the

$71,050 requested -- i.e., $70,000 plus $1,050 for transportation of

the assembly -- had been disapproved under the BP-264 budget area but

had been approved for the BP-690 (research management and support) area.

The approval in the latter category was due, in part, to the efforts of

Sergeant Tyson, who had personally carried the required BP-690 paperwork

to Headquarters ARDC after it became apparent that funding would not be

approved in the BP-264 budget area. 2 0  The ARDC BP-690 budget ceiling

for FY 1958 was raised by Headquarters USAF to cover this expenditure.

However, Headquarters USAF had merely given oral notification of its

decision, and nothing further could be done for the moment.1

This matter was not finally settled until well after the start of

the new fiscal year. In what was intended as a signal to proceed at

once with the necessary procurement actions, Colonel Williams notified

WADC by IWX on 26 July 1957 that the light-amplifier assembly had been

added to the Air Force '"approved buying list' in the BP-690 fund cate-

gory. Pointing out that the Smithsonian had been given positive assur-

ance that the equipment would be available, he urged that the procure-

ment be expedited so as to provide sufficient time for operational

checkout. At the very end of his message, Williams took note of the

fact that BP-690 funds were Oat present suffering certain restrictions;"

but he gave no indication that he regarded the funding situation as an

insuperable obstacle to carrying through the ARL-Saithsonian joint en-
22

deavor.

Actually, some rather s3rious funding complications had arisen.

On 25 July, the day before Colonel illiass' TWX was sent, Captain

Marvin B. Sullivan of Williams' Directorate had telephoned Colonel Ellis
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at ARL stating that the promised $70,000 would be placed in the WADC

BP-690 program but that the money would not be earmarked specifically

for ARL or for the amplifier assembly. Moreover, Fr 1958 had started

out with an Air Force-wide austerity drive that did not really taper

off until after the launching of Sputnik I on 4 October. Thus WADC,

like most other Air Force elements, was faced just now with a firm

requirement to carry out across-the-board cuts in its expenditures.

Project Cat Bye, in effect, would have to compete for the $70,000 with

numerous other WADC research and development projects that were seeking

desperately for some relief from austerity-drive retrenchuents. As a

basic research effort, Cat Eye was in a poor competitive position as

compared with other projects directly supporting high-priority weapon

systems; and as Sullivan explained in his call to Colonel Ellis, if

WADC found it impossible to give ARL the $70,000 to support the joint

program, then the latter must be cancelled at least temporarily and

the situation presented to Headquarters USAF for further considera-

tion
23

Unfortunately, but not surprisingly, IWADG felt unable under the

circumstances to support the program. A TWX of 12 August 1957, answer-

ing the one sent to WADC by Colonel Williams on 26 July, stated that

the BP-690 funds

. . . assigned to this Center are not sufficient to procure
approved but unfunded items such as the light amplifier assem-
bly. . . Present BP-690 funds are insufficient to procure those
support items required for the highest priority projects. In
the event of receipt of additional BP-690 funds, procurement
of the amplifier assembly can be initiated limediately. How-
ever, to avoid future contractual delays it is suggested that
commitment availability be secured and furnished simultaneously
with funds.

* This same funding situation naturally affected other aspects of the
Cat Bye project. For a time both RCA and Westinghouse continued
certain contractual research efforts without funding, in the well-
founded expectation that funds would become available later on; but
they naturally did so at a lower level, and some time was lost. In-
house efforts were likewise curtailed, again with loss of valuable
time.
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The TWX further suggested that the funds be made available by 15 Sep.

tember 1957 to allow enough time for both procurement and checkout."

Major General J. W. Sessums, Jr., ARDC Vice Commander, wrote to

the Commander of WADC, Major General Thomas L. Bryan, Jr., on 23 Au-
gust 1957 reflecting deep interest in providing the light-amplifier
assembly as a form of Air Force participation in the IGY. Sessums

emphasized that General Putt had personally enjoined ARDC to cooper-
ate with the Smithsonian in this undertaking and recalled the subse-
quent action of the comand in parting with rather scarce Quick Reac-
tion Funds to procure long-lead-time items. "I am certainly cognizant

of the budget restrictions which place you in your present predica-
ment," General Sessums told General Bryan, and he stated that he ,

. . . also aware that Project 7072 does not carry a priority
rating, which is a necessary characteristic of all projects
in the Research Program area. However, I cannot help but feel
that this effort may not be understood by your people in the
proper perspective regarding its importance to the Air Force.
The proposed cooperative program offers the Air Force an ex-
cellent opportunity to obtain the services of highly qualified
scientists in the evaluation of light amplification techniques
under conditions which we may not be able to duplicate for
many years to come. . . The additional embarrassment which
will accompany any Air Force attempts to pull out of this en-
deavor after making initial commitments is another factor which
must be heavily considered.

In conclusion, General Sessums urged General Bryan to accomplish the

$70,000 procurement if at all possible with BP-690 funds already on
hand; he did not offer additional funding. 2 5

Colonel Harvey P. Huglin, who had temporarily assumed command of
WADC, replied to General Sessums on 30 August stating that WADC offi-

cials had been deeply concerned with this problem for the past several
nonths and fully recognized the potential value of the collaborative

effort with the Smithsonian. However, he reminded General Sessums
that the BP-690 funding situation had deteriorated seriously and that
the Center was currently Nshort of $800,000 of payroll funds under the

most optimistic of conditions.' Colonel Huglin thus could not offer
much hope regarding the $70,000 for the light-amplifier assembly.

Juglin assured General Sessums that he would do his best to locate an
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item which could be eliminated from, the WADC BP-690 area and whose elim-

ination would "do less harm than the elimination of the Cat Eye [U-c]

program;" but in closing he added pessimistically, "At the moment, uj

frankly do not know where the money will be obtained.026

When Hugliln's message reached Headquarters ARDC, it was routed to

at least three general officers (including Sessms) and naturally passed

through the hands of numerous lower-ranking officials as well. The re-

sulting comments ranged from an exhortation to "bend every effort" to

fulfill the Air Force's moral obligation to a suggestion that some other

agency be found that would "pick up the tab for the test and application

to iay."27 It would be pointless at this late date to try to track down

all the phone calls and other exchanges that may have taken place in a

final effort to save the proposed test program. One can only say that

somehow, at the last minute, WADC itself agreed to "pick up the tab."

On 12 September 1957, in effect, Colonel Huglin notified General

Sessums that a $70,000 purchase request had been prepared and was being

processed through procurement channels on the basis of WADC BP-690 fund-

ing. The Industrial Electronic Products Division of RCA, which quali-

fied as the sole source for assembly of the equipment, signed the offi-

cial contract in February 1958, and the desired delivery date was placed

nine months thence. The contracting was initially handled by Edwin

Callan and later by Sergeant Tyson, who was the choice of both Callan

and Gebel for supervision of the cooperative work with the Smithsonian

Astropk~sical Observatory.

Once the question of funding was solved and the necesary procure-

ment actions initiated, the next problem was to select a location for

the apparatus. Three separate locations were considered in this con-

nection: West Palm Beach, Florida; Organ Pass, New Mexico; and a site

in Hawaii. Sergeant Tyson and Dr. Devol preferred the Florida location

for a number of reasons that included ready accessibility of an RCA

service organization, superior electrical service, and in general (they

felt) the greatest ease and reliability of operation. The New Mexico

site was on the edge of the White Sands Missile Range and thus offered
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excellent opportunities to te::t tne amplifier -ystem in acquisition

and tracking of guided missiles. The Hawaiian i~o .ias not considered

very seriously because of the distance involved both for personal tra-

vel and for the shipping of equipment; while from the standpoint of

logistics Florida and New Mexico were about equally suitable. In the

end, Organ Pass was chosen -- which was the preference of Dr. lynek.29

The Smithsonian Astrophysical Observatory undertook to prepare the

site itself, once the latter had been selected. The Smithsonian had

already allocated part of its initially pledged $10,000 contribution

to the purchase of a $7500 lens. It spent the remainder in providing

a building at Organ Pass that was 13 feet square, with an eight-foot

pier and with an eight-foot-square astrodome erected on the roof. Two

Smithsonian staff members -- Mr. Charles Tougas and Hr. George G. Bar-

ton -- were engaged in the design and construction of the necessary

observatory facilities at the Organ Pass site. Barton, who was the

Smithsonian observer, had earlier obtained considerable technical

orientation from Gebel and his team at the Wittenberg installation to

familiarize himself with the sequential light-amplifier system. Also,

he received extensive technical instruction from Sergeant Tyson when

the latter arrived on the scene in December 1958. The light-amplifier

electronic equipment reached nearby Holloman Air Force Base in October

1958 but was not installed at Organ Pass until RCA engineers arrived

to accomplish fl.- final acsembly and preliminary testing. The system

was attached to a eerkin-EJmer _n-inch cadioptric Schmidt telescopic

apparatus. Further modification: and adjustments were made by Tyson

himself after his arrival; he then accepted the equipment from the

contractor.30

During Tyson's December visit to the Organ Pass site, he urged

that the investigation of signal-to-noise improvement and increase

in sensitivity by integration-pulse methods be made a part of the pro-

gram. When he later returned to Organ Pass, he supplied the necessary

additional equipment for this purpose, and the use of time-integration

methods proved to be quite successful.
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Also at the time of Sergeant Tyson's December visit, the people

at Organ Pass were having difficulties with transducer sensitivity.

The transducers procured from RCA later proved to have minute cracks

in the glass which resulted in deteroration of the vacuum, thus de-

creasing both the life of the transducers and the effective sensitiv-

ity. RCA made numerous attempts + correct the situation and was

finally successful; but it was then too late to affect this test pro-

gram. However, Tyson had also brought a General Electric (GE) thin-

film target image orthicon to the site for test and evaluation, This

GE transducer proved to have a much longer life span, and, w zen the re-

sults were transmitted to Dr. Hynek, he obtained the loan oi .o~her of

the GE transaucers expressly for use in the Organ Pass observations.

Thu, the GE transducers were used to produce most of the data, ulti-

mately providing useable information to 9.5 apparent magnitude when

operated at normal frame-reproduction rates. When integration tech-

niques were used, it was possible to reach 13.5 magnitude easily and

15.5 magnitude under special conditions. 31

Unfortunately, the Organ Pass installation was not well suited

for the fast tracking required in satellite observations. Thus, de-

spite some early attempts, no major effort was made by the Smithsonian

to photograph satellites! stellar observations became the principal

activity, and some very interesting data were obtained° 32 To be sure,

in view of the problems with " - trasensitive RCA transducers, the

tests were not reaily u ;.o ae,-.,nstrate the full potential of the

sequential light-amplifier system. Nor did this joint effort of ARL

and the Smithsonian Astrophysical Observatory quite live up to its ad-

vance billing as a form of United States participation in the IGY.

Principally because of the funding delays, the Organ Pass installa-

tion was not fully prepared and accepted until the last month of the

18-month IGY, although naturally the test program received various

extensions to compensate f£r iate ueginion 3 3

It is worth noting in r onlui cn that for better testing of the

sequential light-amplifier v-sten _ereant Tyson and co-workers from
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far from Wright-Patterson Air Force Base. The optical mount used for

this installation is highly mobile and adaptable and can serve either

for stellar observations or for tracking of fast-moving satellites.

The Cat Fye project and ARL were not directly involved in this effort,

although Gebel loaned Tyson a 20-inch reflective optical system, built

under ARL contract by the Oude Delft Optical Company in the Nether-

lands, for use at the Sulphur Grove installation. Some remarkable

kinescope recordings of satellites have been obtained, demonstrating

nearly perfect tracking. The transducers used in these tests had only

modest sensitivity; but comparable recordings would have been impossi-

ble by conventional methods. 34



Chapter IV

PIOJICT AWINISTRATION AND RSSARCH, 1958 TO TMINIATION

At the end of 1957, after more than five years of research, the

Cat Wye project had achieved a scene-brightness detection threshold of

10- 8 foot-lambert, and the viewing screen reproduced the intensified

image with daylight brightness. The sensitivity threshold was 100

times that of the human eye and 10,000 times that of highly sensitive

grades of photographic film; while for detecting moving targets the

scene background could be substantially eliminated by a background

compensator. Both the project scientist, Mr. R. K. H. Gebel, and

Dr. Lee Devol, hi branch chief and a strong supporter of the Cat Eye

program, believed that the research results obtained so far could al-

ready be considered as a basis for extensive technical development.

But they were equally convinced that additional research still needed
to be done. 2

The research program continued to be divided mainly between Ge-

bel's own in-house efforts at the Aeronautical Research Laboratory (ARL)

and the contractual efforts of RCA and Westinghouse. The two contractor

firms received various new and renewed contract awards during the period

1958-1939, basically along the same lines as their former work but with

certain changes in scope or emphasis. For example, one contract awarded

at this stage to RCA was designed to support research by Dr. Paul K.

Weiner on isocon-scan techniques, which offered special promise for

satellite applications. This was work Gebel had wanted to press before,
3but which actually got underway only in 1958.

Meanwhile, as in previous years, AL staff members associated with

the Cat Sye project were spending a large amount of time in coordination

and discussion of research progress with the various technical develop-

ent laboratories of right Air Development Center (WADC) and with other

research and development organizations. Substantial design information

37



38

and performance results were provided to those who had use for them.

Image intensification was discussed in detail with (among others) scien-

tists of the Air Force Missile Development Center, Holloman Air Force

Base, New Mexico, where an acquisition system consisting of 25 sequen-

tial light amplifiers working at once side by side was eventually de-

veloped under the principal direction of Mr. Walter E. Woehl. This sys-

tem bore the special designation of Facet Sye. Also during this period,

exchange of information within the Air Force in the field of light am-

plification was fostered by a general research coordination meeting

held at the Air Force Cambridge Research Center (AFCRC) in October 198.

In addition to AFCRC and ARL, the participants included other components

of WADC and of the Air Research and Development Command. The meeting

conducted a review of Air Force projects and tasks in this and other

research areas; 5 nd it was followed a few weeks later by an interser-

vice meeting on cainera-tube development held at Wright-Patterson Air

Force Base.
6

Another continuing aspect of project activities was the presenta-

tion of public demonstrations and scientific papers. Appropriately,

Cat We was one of the projects featured at the formal dedication of

the present ARL laboratory building, on 2 May 1958. In addition to

other displays illustrating the work of the project, the previously

mentioned background-compensation capability was successfully demon-

strated by showing a circling model aircraft on the reproducer screen

which simply disappeared when it stopped even though it sti.L1 remained

in the field of view.

Then, too, on invitation by the Imperial College of Science and

Technology of the University of London, a paper by Gebel and Devol en-

titled 'Some Early Trials of Astronomical Photography by Television

Methods' was read by Dr. Devol at the Symposium on Photoelectric Image

Devices as Aids to Scientific Observation which was held in London in

September 1958. This paper was accompanied by pictures illustrating

the advantages of the sequential light-amplifier system. Dr. George A.

Morton, one of the RCA scientists working under contract with ARL on
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the project, also gave a paper at the London symposium concerning the

performance of the special transducers produced at the RCA Laboratories

in Princeton.8  Both papers were later published in the series Advances

in. lectronics .and.Electron Physics (Volume XII) and contributed to

wider scientific recognition of the project accomplishments, as did a

paper by Gebel on the Wittenberg experiments in daytime detection of

celestial bodies, which was presented before the Army Engineer Research

and Development Laboratories symposium on image intensifiers in October

1958. The latter paper was also publishedii the symposium proceedings.9

On a slightly more popular level, an article in Science News Letter

for 16 August 1958 featured the Cat Eye research and in turn attracted

the interest of = and Telescope, which requested that an article re-

lating to the project be written for publication in a forthcoming issue.

Gebel collaborated with Professor Lloyd Wylie in producing the desired

article; it appeared in December 1958.10 Two other magazines also showed

an interest in Cat Eye at this time. Winwspread publicized the ARL re-

search accomplishments in its September 1958 issue, and Missiles and

Rockets included the article NCamera Pick-up Tube Heart of New Tele-

scope" in its 1 December 1958 issue.

During much of 1959 the administrative story of the Cat Bye project

centered around planning and negotiations for the transfer of management

responsibility from the research area to technical development, which

was largely accomplished before the end of the year. First, however,

it is well to mention one more of the various examples of successful

test and evaluation of sequential light-amplifier techniques of the type

investigated in Gebel's Cat Eye research. ARL had nothing directly to

do with the test series in question, which took place in Florida during

the fall of 1959 in connection with the so-called RCA Missile Test Pro-

ject; but one of the principal figures was Senior Master Sergeant (later

Chief Master Sergeant) Edmund T. Tyson of WADC's Aerial Reconnaissance

Laboratory, who had previously collaborated with Gebel and ARL in the

Smithsonian test program.

The Florida tests were begun at a point 15 miles from Cape Canav-

eral but were later relocated at a distance of 55 miles. A 90-millimeter
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anti-aircraft gun mount served as mounting for a long-focal-length opti-

cal telescope system, which was used with a variety of image orthicons

and other electronic components personally brought from Wright-Fatter-

son Air Force Base by Sergeant Tyson. Missile count-down information

from Canaveral was relayed over the standard range communications and

timing network, thus making it possible to record both day and night

missile events when atmospheric conditions were favorable. Recordings

of orbiting satellites were also sought, but the visual sightings were

too brief to permit optical acquisiton with the equipment at hand; hence

no satellite recordings were obtained.

These tests underscored several important advantages of the system
used. The possibility of obtaining a contrast-enhanced image instan-

taneously on the reproducer was a primary asset, and the viewer could
electronically control the scene-brightness and contrast-enhancement

characteristics. Adjustments could be made immediately, whereas in a

conventional photographic system the need for them may not be apparent

until after the film is developed. The short exposure times made possi-
ble by the system's high sensitivity permitted unusually detailed re-

cordings of the rocket exhaust plume during a missile flight. Also,

daytime tests aided in proving the capabilities of this type of light-

amplifier equipment where considerable difficulties exist for conven-

tional photography because of adjacent sky brightness. Tests were con-

ducted during daylight hours in order to record details of the missile

surface and attitude along with a rendition of the exhaust plume to show

burning characteristics; of particular interest were missile staging

phenomena and nose-cone separation in late flight. Naturally, the "se-
lected image orthicon television system" used in these tests also had

certain limitations; but the final report strongly urged that such a

system be obtained for operational use at the Atlantic Missile Range,

noting that in the recent experiments it had displayed 'over one thou-

sand times the sensitivity of our fastest photographic systems presently

employed on long focal length tracking telescopes.""1



By the close of these Florida tests, ARL's Task 70827, Light Ampli-

fication -- constituting the main Cat ye research effort--had been of-

ficially terminated, and work still in progress under that task had been

transferred to the jurisdiction of the WADC Electronic Technology Labo-

ratory (ETL). These moves meant that the results from Cat We were now

offically regarded as ready for technical development -- an outcome that

duly attested to the success of what had begun years before as a research

project. Nor was technical development based on this research anything

really new. Gebel had warmly encouraged such efforts all along, and in

the WADC budget for Fiscal Year (FY) 1959 there were funds expressly al-

lotted both for Cat Eye research and for related technical development. 12

And yet neither Gebel nor Devol felt wholly satisfied with the final
disposition that was made of the Cat ye project. To begin with, they

felt quite strongly regarding the need to continue basic research in the

field of light amplification alongside technical development of promis-
ing applications. In a report of December 1958 submitted to Col. Eugene

C. Mallary, Chief of ARL, Devol had observed that only a "temporary pla-
teau had been reached in the Cat Eye research effort and that 'we are
now . . . reconnoitering much higher peaks."

Devol considered research on the nature, character, and origin of

dark-current emission and the study of bombardment-induced conductivity

in semiconductors to be desirable basic research. In this category he

also included research on electroluminescent materials, investigation

of reported photomagnetic effects, and basic research in the area of
coherent light (including its generation and detection). It was not
possible to project the exact operational benefits from any one of these

studies, but Devol observed that the entire field of solid state physics
was in a rapid state of development and that the areas under considera-
tion were not being adequately covered. Moreover, he felt that technical

* Until 12 June 1959 KTL was officially known as the Electronic Compon-
ents Laboratory, but for convenience it will be cited as Electronic
Technology Laboratory (STL) throughout this study -- even in cases
where the events referred to actually took place before 12 June 1959.
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development work planned on the basis of knowledge thus far acquired,

while showing great military potential, fell far short of the ultimate

that could be achieved through further basic research.13

It followed almost inevitably from this thesis of the great import-

ance of continued basic research that such research should be left at

least a little longer in the hands of the team that was most familiar

with it: namely, that headed by R. K. H. Gebel of ARL. On the other

hand, there were obviously some people at higher echelons who suspected

that both Gebel and Devol were being unduly possessive toward the Cat

Bye project and that Gebel, having effectively fulfilled the role of

trail-blazer in the field of low-light-level image intensification,
could now use his time more productively by turning to some new en-

deavor. Actually, of course, Gebel had never intended to keep working

on Cat Eye indefinitely; from his standpoint, the question was partly

one of timing and partly one of wanting to be sure that whoever in-
herited his responsibilities also shared his enthusiasm. In any case,
the final decision was to make a clean break, at least organizationally:

to turn the entire Cat W'e project as it existed at ARL over to the con-

trol of ETL (with certain minor exceptions). RTL could then pursue fur-

ther research and technical development in the area as it saw fit,

though presumably with far greater stress on technical development. 1 4

The transfer of work from ARL to ETL naturally did not take place

from one day to the next but rather took place by stages over the second

half of 1959 (or first half of F! 1960). In all the planning and prepa-

rations leading up to the change, moreover, numerous complications had

to be dealt with. Thus while ETL expressed definite interest in pur-

suing technical development work arising from the research performed by
Gebel and his team in the Cat Xe project, it also pleaded inability to

accept additional responsibilities without assignment of additional per-

sonnel. In order to meet this problem, Mr. Edwin Callan of ARL proposed
at a meeting held in May 1959 that the work to be taken over by ETL
should be placed in one of that laboratory's technical development pro-

jects but monitored by ARL staff members (Gebel in particular) until
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such time as ETL personnel were prepared to assume direction of it.

This solution seemed to satisfy the positions of both ARL and 3TL,

although Dr. Devol was careful to point out that he did not want his

branch to become indefinitely involved in technical development work.

Several important questions regarding the future status of the

Cat We project still had not been clearly resolved at this early

stage. Nevertheless, ARL was directed on 18 June 1959 to transfer

three research contracts which were due to expire during FY 1960 to

ETL by 1 July. These contracts included the RCA contract for studies

of isocon-scan techniques under Dr. Paul K. Weimer and two Westing-

house contracts. At the same time, ARL was directed to terminate the

basic RCA contract for research on sensitive imaging techniques under

Dr. George Morton upon its scheduled expiration date early in the new

fiscal year. This last decision was made despite a consensus previous-

ly reached at a conference with WADC legal and patent personnel to the

effect that the contract should be continued by ARL (at a reduced rate)

with FY 60 funds, for reasons involving protection of government rights

to certain patents and technical information. 15

In August 1959 a special meeting was held concerning the Cat We

transfer with Major Joseph M. Leone from Headquarters Air Research and

Development Command (ARDC) in attendance, as well as representatives

of ETL and ARL. It was now fairly apparent that all work in progress

under Task 70827 was to be transferred away from ARL unless terminated

sooner, and the monitorship of contractual efforts that were to be

transferred from one laboratory to another therefore came up again for

detailed discussion. ARL argued that Gebel should cortinue as contract

monitor, even after administrative responsibility for the work was

transferred, until the conclusion of existing contracts -- thus essen-

tially maintaining a stand ARL had taken earlier. One advantage of such

a solution (frankly stressed by Dr. Devol) was that it would permit the

final reports on work supported by the contracts to be published under

the auspices of Gebel and ARL, correctly reflecting the share of credit

that they deserved. The meeting adjourned without a firm decision on
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to at least some continuation of Gebel's monitorship beyond the date

of effective transfer from ARL to ETL. 6

Shortly after this meeting, Dr. Devol left for Stockholm, Sweden,
to attend the Fifth Conference of the International Commission for Op-

tics. On 28 August he delivered a paper, which he had co-authored with

Gabel, on 'Limiting Sensitivity of Optical Amplifying Equipment." (A

revised version of this paper was later published in the German scien-

tific journal Zeitschrift fdr Instrumentkunde. )17 On his return to the

United States, Devol was soon involved once more in the Cat Eye project

negotiations. Both TL and Headquarters ARDC were now increasingly

anxious to complete the transfer of work, and, despite the previous

discussion of such a possibility, there was little disposition to let

Gebel continue monitoring contracts after the transfer was completed.

Under these circumstances, Devol insisted that at least some proper
acknowledgement be accorded Gebel and ARL when the final reports cover-

ing results o contract work were published under other auspices. 18

It also became necessary to reach some decision as to the disposi-

tion of experimental transducers that were being produced under existing

contracts. Some 14 transducers were involved, of which ARL required --
and was now promised -- an absolute minimum of three for research pur-

poses: two that were vital to research programs being coordinated by

ARL with other agencies, and a third that was needed for in-house work. 19

By November 1959 the transfer of work conducted under ARL's Task

70827, Light Amplification, was complete, and a statement of termination

was issued. The official reason for termination of the task was given
as follows:

The major efforts under this task have progressed from basic re-
search into what is properly the responsibility of applied re-
search laboratories. Consultation between members of this Labo-
ratory CARL], representatives of other Center Laboratories, and
Headquarters ARDC ,erved to determine the proper location for
future development efforts. The termination of the Aeronautical
Research Laboratory's efforts under this task will release per-
sonnel, equipment and funds for utilization in other basic re-
search efforts .... Technical development has been started by the
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Electronic Technology Laboratory, with the objective of de-
veloping an optical amplifying transducer utililing the most
advanced results of this task. 2 0

The statement of termination listed the task as being 75 percent
completed, noting that *some additional basic research will most likely
be necessary to support the most effective development program." ARL
planned to reassign personnel to a new project dealing with semicon-
ductors, and Task 70827 equipment which could be used in this new re-

search was retained by ARL. It should be noted that Gebel and Devol
expected basic research on semiconductors to be, among other things, a

fruitful source of new ideas to advance the state of the art of optical
amplification, and that contracts in this area had been a part of the

Cat Eye project. In a final review of research accomplishments under
Task 70827, it was determined that a total of 30.1 man-years had been
expended, along with $1,039,111 in BP 610-680 (contractual research)
funds and $185,666 in BP-690 (research management and support) funds.

With the formal transfer of research activities, Mr. Melvin R. St.

John of ETL became monitor of two RCA and three Westinghouse contracts

which had formed part of the Cat Wye effort. These were now assigned

to ETL's Project 4156, Thermionic and Solid State Electronic Technology,

Task 41653, Special Tubes. The WADC Aerial Reconnaissance Laboratory
also received two former ARL contracts. One was the $1.00-per-year

contract with the Smithsonian Astrophysical Observatory, which had been
initiated as part of the International Geophysical Year program and for
which Sergeant Tyson continued to serve as Air Force coordinator. This
contract now came under Project 6283, Photo Instrumentation Equipment,
Task 62807, Electro-Optical Techniques for Optical Surveillance. Mr.

Virgil K. Yenner, also of the Aerial Reconnaissance Laboratory, was
assigned responsibility for a contract with the Yerkes Observatory of

the University of Chicago whose objective was to determine the possi-
bility of obtaining reconnaissance and astronomical photographs by

electronic means at vastly increased speeds. This contract, initiated
in June 1958 in support of the Cat Eye effort, was assigned to Project
6239, In-Flight Reconnaissance Data Reduction Techniques, Task 62806,

in-Flight Sensor Integration and Data Filtering.2 1
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Because of the persistent shortage of manpower, Gebel never could

devote sufficient time to the final preparation for publication of the

technical, papers which he had been writing during the past years on

different aspects of Cat Wre research. Nevertheless, he believed that

the Air Force should receive full value, in the form of published in-

formation, for its expenditure on this work; and he therefore sought

now to make up for this deficiency. In the 18 months following the
transfer,nmerous important technical reports were completed for publi-

cation. Both before and after the transfer, furthermore, Gebel made
himself available to personnel of ETL and of the Aerial Reconnaissance

Laboratory at any time for background information and offered advice
as necessary on the maintenance of his former contracts.

22

The termination of Task 70827, Light Amplification, and the trans-
fer of task activities to other laboratories did not quite put an end
to ARL's Project 7072, Research on the Quantum Nature of Light, of which
Task 70827 had formed part. There remained Task 70844, Optical Trans-

ducing Processes, which consisted mainly of contractual work and had

been created to explore certain new principles and techniques that were
related or possibly supplementary to the main Cat Wre research effort.

However, this task, too, was terminated during the second quarter of
FY 1961. The reasons given for termination were "the lack of an in-

house effort in the area [since the termination of Task 70827 a year
before], the progression into applied research, and the greater need

for resources in other more basic areas." The statement of termination
issued for Task 70844, like that for Task 70827, indicated that some

further basic research wa. necessary if a development program growing

out of the task was to be fully effective; but the planned work of the

task was stated to be 95 percent complete. All contractual efforts out-
standing under Task 70844 had been completed, and the necessary close-

out actions had been initiated. Altogether, Task 70844 expended an es-
timated 18.8 man years and $365,605 before termination. A total of

$255,000 in FY 1961 funds remained on hand and was reprogrammed to other

research projects at ARL.
23
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The accomplishments of the Cat Eye project represented a tremendous

achievement for a small in-house and contractual research effort --
which constantly suffered from lack of adequate manpower and funding.

Whereas other scientists had been able to amplify low light levels with

only a modest gain, Gebel had succeeded in doing so by over 20 billion
times and had also devised very effective means for enhancing contrast,

one of the most essential requirements for military and astronomical

applications. By his own research with the help of an average of fewer
than three laboratory assistants, and by the initiating and monitoring

of carefully screened contracts, he was able to achieve a goal beyond
that attained by some of the largest industries in the country.

Gebel claimed as many as 13 patents in connection with his work in

light amplification. These were for his contribution of the basic con-
cept of a sequential light-amplifier system and for specific inventions
made in the course of his in-house research; the separate patent rights

of research contractors for their own contributions were carefully safe-
guarded. In addition, Gebel received the WADC Outstanding Inventor

Award in three consecutive years -- 1958, 1959, and 1960. In 1958 he

received a special letter of commendation signed by General Thomas D.
White, Chief of Staff, United States Air Force. And as a fitting cul-
mination, in recognition of his exceptional service to the Air Force

and to the national defense, Gebel was given the Air Force's highly

coveted Exceptional [Civilian] Service Award in the latter part of 1959.

The Honorable Dudley C. Sharp, Secretary of the Air Force, made this
award (which included both a decoration and a $5,000 honorarium) with

the following official citations
In recognition of his exceptional accomplishments in the

field of electronic optics while serving as PWsicist, Aeronau-
tical Research Laboratory, Wright Air Development Center, for
an extended period which ended in September 1939. His out-
standing contributions to the art of optical amplification have
enhanced the defense capabilities of the United States and have
created major potentialities for the advancement of astronow,
astronautics, pb4sics and medical science, reflecting, highest
credit upon himself and the United States Air Force.z *



Appendix A

TECHNICAL ASPECTS AND MECHANISK OF PHFONUANCZ

The act of seeing - or of measuring light or recording it on

photographic film - consists essentially in counting a pertion of the

quanta of light emitted (photons) per unit of time from each element of

area observed in the field of view. The number of quanta received by
an eye or a camera from each element of area is a function of the di-

amoter of the optical system used. Of the photons received, only a
fraction is actually absorbed by the rods or cones of the human eye or

by a photocathode or photographic emulsion. Only the absorbed portion

can be converted into a signal or measured or recorded by any instru-

ment or film, The ratio of resulting events, electrons, or photograph-

ic grains to the nuber of photons received is called the quantum effi-

ciency.

Attempts at light amplification by different workers as early as

the 1930s employed the techniques used in image converter tubes. Same

of these used single stages and some used several stages cascaded. In

such systems, the image is focused onto a photocathode, each small area

of which emits electrons in a number substantially proportional to the

amount of light striking it (usually on the order of one electron for

each 10 to 20 photons). The energy for the intensification is gained
by accelerating these electrons in an electrostatic field, and image

formation is maintained by an electronic lens.

In the simplest tube arrangement of this system, the electrons

strike the reproducing phosphor screen directly. The electron absorp-
tion and resultant excitation of the phosphor may produce an mission

in recent tubes of more than 500 photons for each electron absorbed;

the number depends on the accelerating potential applied, which may

be 10,000 to 30,000 volts. The image may then be photographed.

48
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However, the total gain achieved by such systems is relatively low,

and the light levels produced still require very good adaptation of the

human We. If, for exawme, the lowest level of illumination during the

darkest portion of the night is 3 x 10-3 foot-candle, and if we assume

10 percent reflection and an amplification factor of 10,000, the final

reproduction would have a brightness of only 3 x 10-2 foot-candle, and

if we assume 10 percent reflection and an amplification factor of 10,000,

the final reproduction would have a brightness of only 3 x 10-2 foot-

lambert. This is only the brightness of white paper in monlight. Such

a device is entirely unsatisfactory on a vessel or on an airplane, where

the observer might be located in a brightly illuminated room looking at

a very poorly illuminated scene or landscape. Also, this type of inten-

sifier usually permits only one person to look at the scene at a time.

A light-amplifying device for achieving optimum intensification

should have enough amplification to transform the lowest light level to

be viewed to a level that will permit the presentation to be made in

full daylight surroundings. Only the sequential light-amplifier system

as explored in the Cat lye project has the capability to produce such

very high amplification and the possibility of simultaneous viewing by

a number of observers. A system such as this can also be used for re-

mote observation, which my be a very important factor for military

application since in mavy cases observation will be required where it

is impractical to place a human observer.

Since detection of light is a counting of quanta, light amplifica-

tion is faced with certain limitations determined by the laws of sta-

tistics. Lot us assume that we are viewing a uniformly illuminated area

which reflects light homogeneously in all directions and that this area

is divided into small sections of equal size; we will then find that we

do not have exactly the same number of photons coming from each section.

The possible deviations among the number of photons from the different

sections my be calculated by the classical Poisson forimula. It will be

recognised that the percent deviation becomes greater as the number of

photons received beomes less. Thus, for very low light levels, the
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Seguential Li t-Amulifier System

The sequential light-amplifier system can be operated with several
different types of front-end arrangements. With the most simple arrange-
ment, a low-light-level scene in the visible portion of the spectrum is
detected and reproduced in black and white. A more advanced system will
detect image information from the ultraviolet to the far infrared and
after intensification will reproduce the information in different colors;
furthermore, the visible information from the Ccene can be split into the
predominant colors for easier identification.

The image converters between the multiple optical system and the
storage transducer may also act as preamplifiers and as electronic shut-
ters. (These image converters can stop very fast motion, making possible
very short exposure times in the milli-micro second range.) The most
efficient optical coupling between image converters and the photosensor
of the transducer is by fiber optics. The transducer intensifier then
assures a sufficient intensity of the electron image to provide a usable
signal-to-noise ratio in order to overcome the scanning beam noise. The
electronic minifier-magnifier matches the initial resolution of the de-
vice to the effective resolution determined by quantum mechanical con-
siderations for obtaining optimum results. The type of scanning system
can be either orthicon, ebicon or isocon mode, but it has been found that
the isocon mode results in the most effective system. The storage target
assembly and scanning system can be constructed in such a manner that a
signal will only be reproduced from moving targets in the field of view,
and several usable systems of this type have been demonstrated.

The electron multiplier assures that the signal will be sufficiently
stronger than the input noise of the following amplifier stages. The
electronic filter matches the bandwidth to optimum signal-to-noise con-
dition. The crispening circuit makes the edges sharper for better defi-
nition. The beam feedback modulator increases the dynamic light range
of the system so that strongly charged target-plate areas are sufficient-
ly neutralized without losing weak information in the dark areas. The
shading controls permit cancellation of background shading introduced by
the sky background, the photosensor, the scanning system or other factors.
The signal modifier permits differentiation and rectification of large
areas in order to reproduce the edges only. This can make fast visual
recognition possible in pictures where details contained in a larger area
have to be detected. The picture gamma control permits increase of the
contrast to arW useful value; furthermore, the gray-scale characteristics
can be altered with this circuit. The threshold limiter permits suppres-
sion of signals below an arbitrarily determined intensity and therefore
provides static suppression of the background and inherent noise. The
amplitude limiter permits not only clipping of the signals caused by
bright objects but also clipping of the noise riding on top of the in-
formation Ainal, which may occur at low light levels. The storage unit
can reproduce cotinucusly up to 100 frames per second and may also store
and display any selected frame for several minutes or integrate a large
number of frames. (Slide-like performance at frame rates of one per
several seconds is possible.)
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deviations which may occur will be so great that small differences in

the brightness of the different areas that would be easily seen at high

light levels can no longer be detected. To overcome this difficulty, we

either increase the size of the individual areas or count for a longer
time; that is, we decrease the resolution or lengthen the exposure.

Another limitation in light amplification is the dark current pro-
duced by any electrical transducer -- that is, the current in the ab-

sence of any light. If the dark current would be absolutely equal from

one area to the next, it would not matter. However, we may expect. the

same deviations here as are expressed by the Poisson formula; the'efore,
to reproduce a useful intensified picture, the effects of the light fo-

cused on the transducer must be larger than or, preferably, greatly ex-

ceed that deviation.
The main sources of the dark current are: thermionic emission by

the photocathode; emission produced by the bombardment of the photo-
cathode by positive ions; field emission; emission by phosphorescence;

and feedback of stray light. To reach the maximum sensitivity it be-

comes mandatory to keep the dark current as low as possible, which can

be done by cooling of the photosensor.

The sequential light-amplifier system consists of an optical unit,

pick-up unit, electronic aplifier-modifier unit, storage reproducer
unit, auxiliary circuits, and associated power supplies, The optical

system images the scene information onto the photocathode of the trans-

ducer of the pick-up unit, and the optical image is then converted into
an electron image. After acceleration and intensification, the elec-

trons produce an electrically positive charge image on a storage target

plate. The scanning beam scans this charge image and converts it into
a time-sequential video-type electrical signal. This signal is modified

by a threshold-limiting circuit and an amplitude-limiting circuit, fil-

tered to remove certain unwanted signals, fed to the electronic ampli,.

fier-modifier, and, finally, used for modulation of the electron beam

of a cathode ray tube in the storage reproducer unit. An electron beam
scans the phosphor of this cathode ray tube in synchronization with the

scanning beam in the pick-up transducer. The intensified image that is
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reproduced on the phosphor screen of the cathode ray tube may then be

visually observed or photographed by an ordinary still or notion pic-

ture camera.

With a conventional transducer, the noise in the scanning beam

limits the low-light-level performance. This limitation is overcome in

the sequential light-amplifier system by placing one or more light-in-

tensifier stages between the target plate and the photocathode of the

transducer.

Two principal means for accomplishing amplification were considered

and investigated in the course of the Cat Bye research effort. The

first of these is a 'sandwich-type' intensifier, consisting of a fluo-

rescent screen and an essentially contiguous photocathode, which pro-

vides a multiplication of the electron flux of the electron image of

better than thirty. The energy for the multiplication mechanism is

gained by accelerating the electrons of the electron image with 10,000

to 20,000 volts per stage, whereby each electron absorbed in the fluo-

rescent screen produces several hundred photons of light. About an

average of 15 of these photons will cause the mission of one photo-

electron from the contiguous photocathode. A second class of intensi-

fier -- known as the transmission-secondary-mission type -- is a thin-

film structure consisting of a material which is capable of producing

secondary mission and is coated on the primary side with gold or an-

other suitable material. This type was developed by Westinghouse Elec-

tric Corporation, operates at about 4.000 volts per stage, and provides

a higher resolution than the first type, but has a lower multiplication

factor (about four). The primary electrons striking the film on the

one side cause the direct mission of a larger nmber of secondary

electrons on the other side. The transducer with the highest sensi-

tivity was achieved under contract with the RCA Laboratories at Prince-

ton, N. J., where Dr. George Morton headed the work, and used a three-

stage sandwich-type intensifier.

The low-light-level performance of a two- or three-stage sandwich

intensifier transducer is limited almost only by the fluctuations of

the dark current of the first photocathode of the intensifier arrange-
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ment, since the intensification is adequate to overcome the noise of the

scanning beau. At light levels where these fluctuations become visible,

the resolution is determined by the quantum nature of light -- that is,

during the scan time the smallest resolvable areas of the photocathode

collect such a small average number of quanta that the statistical varia-

tions of these quanta determine the effective resolution. At light lev-

els where the number of quanta available is adequate, well-built systems

are able at present to achieve approximately 800 television lines per

image without intensifiers and 350 lines with a double-stage intensi-

fier; however, since the optical image ay be magnified before it reaches

the photosensor of the transducer, this low resolution is not too impor-

tant.

It is extremely difficult by any other arrangement to equal the gain

in light intensification that is possible with this type of equipment.

3xperimental systems have been built by the Aeronautical Research Labo-

ratory (ARL) providing useful intensification from a scene brightness

of 3 x 10- 9 foot-lambert to a brightness of 100 foot-lamberts on the

reproducer screen, which is a useful gain of twenty billion; but even

higher gains are now possible (1,000 billion). Under threshold condi-

tions these experimental systems had a resolution as determined by quan-

tum mechanics. Such gains cannot be achieved with conventional cascaded

image converter tubes, and the sequential light-amplifier system offers

still further advantages: contrast enhancement and control, possible

transmission of the signal by wire or broadcast, simultaneous reproduc-

tion on aqy number of cathode ray tubes, and direct large-screen display

of even the faintest detectable object in daytime light surroundings.

In all the foregoing discussion, one important problem was expressly

left out as requiring separate treatment. This is the choice between

different methods of scanning and of signal generation in the scanning

sections of light-amplification transducers. The two most important

modes are the orthicon and the isocon scan. In the orthicon mode, for

dark portions of the image, essentially all the electrons in the scanning
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beam become the return-bean electrons and are focused onto an electron

multiplier from which an amplified video signal is obtained. For bright-

er portions of the image, some of these scanning-beam electrons are need-

ed for neutralizing the target plate, and the number constituting the

return beau and reaching the multiplier is reduced. In the isocon mode,

the return beam is produced by electrons scattered from the target plate;

for dark portions of the image, little scattering occurs, but it increas-

es as the brightness increases. The Important thing to observe here is

that for the darkest portions of the scene, where the highest sensitivity

is essential, the total return-beau current and therefore also the elec-

tronic noise contained in it are at a minimum. This results in a high

signal-to-noise ratio. For this reason the isocon scan is more suitable

for highly sensitive optical amplifying systems than the orthicon scan

in which the return beau, and therefore the electronic noise, are great-

est for weak signals.

Also, the isocon mode has a wider dynamic range (i.e., a larger ratio

between the maximum acceptable light signal and the minimum detectable)

without resetting the beam controls. The deficiency of the orthicon mode

in this respect can be explained as follows: if detection of information

from the dark portions of the picture is desired, the smallest possible

value must be chosen for the scanning beam which is sufficient to neutra-

lize the target plate in that section, in order that the noise in the re-

ti n beam may be kept small enough to permit detection of the signal.

However, such a small value for the scanning beam is insufficient for

neutralizing the charge on the target plate corresponding to higher light

intensities. This results in an increase in the size of the reproduced

image of the object and may cause the images of high-intensity point

sources to cover a large portion of the reproducing screen.

The isocon scanning technique has been known since 1949, when it was

conceived by Dr. Paul K. Weiner of the RCA Laboratories in Princeton, who

built and demonstrated the first isocon tube. However, no further use

was made of it until Gebel considered it for use in light-intensifier

systems, especially in space vehicles and other applications where the
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manual adjustment required by all orthicon tubes thus far built is very

difficult. Contracts to investigate the isocon mode fiere initiated by

ARL with Dr. Weimer as part of the Cat Eye project. These resulted in

transducers which considerably outperformed those using the orthicon

mode and required less preaplification.

Another special problem -- or, rather, special advantage of the se-

quential light-amplifier system -- is background suppression. This can-

not be achieved with conventional image-converter-tube intensifier ar-

rangements, but with the system conceived by Gebel at ARL it becomes

feasible to suppress not only the background but also unwanted details

in the picture itself. Two main approaches to background suppression

were explored in the AREL in-house and contractual research effort. The

most simple device, the static background suppressor, is capable of sup-

pressing the signal caused by a homogeneously luminescent back7round

containing a shading gradient and signals of detailed Ltxuctu.- , if

their signal level is weaker than that of the target. The latter objec-

tive is achieved by means of electronic threshold-amplitude limiter cir-

cuits in the video amplifier. The second technique has been publicized

widely for its ability to reproduce moving objects and exclude nonmov-

ing objects. It employs a dynamic background compensator which works

regardless of the level of luminescence of the scene, and which produces

a video signal from the moving object even when the static background

suppressor may fail because of stronger pulses in the video signal being

emitted from a secondary stationary object. One benefit of the dynamic

background compensator is to eliminate the requirement for a highly

skilled operator to differentiate the background clouds from the primary

object. Further, when triggering automatic circuits with conventional

arrangements, the target signal must be considerably stronger than the

background; but in a sequential light-amplifier system with dynamic

background compensator the automatic modification of the video signal

for improved discrimination corrects this need for a stronger sinal

from the target and also provides for better detection of moving objects

in the near infrared.
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Oebel at ARL and Dr. Norton of RCA onceived several different

methds of creating a dynenic background compensator, and workable

experimental systems were produced. Gebel obtained a patent (nunber

2969477) on one method which featured a field-sequential-operated trans-

ducer similar to an image orthicon, to be used as the pick-up tube.

Whereas the conventional image orthicon target plate secondary-emission

yield for the primary photoelectrons with comonly used accelerating

voltages is always larger than one, this special transducer has a se-

ondary emission yield of electrons Impinging on the target plate which

am be made arbitrariLy larger or maller than one, dependent on the

accelerating voltage between the photocathode and target plate. The
tube is field-sequential-operated so that alternately an Impae pattern

with either a positive charge or a negative charge is produced on the

storage target plate. Positive charges are produced by a secondary

yield larger than one, resulting in electrons removed; negative charges,

conversely, are produced by a secondary yield maller than one, result-

ing in the depositing of electrons. If nearly equal pictures are se-

quentially exposed to the transducer photocathode, and by arbitrary

choice of exposure time for the alternate fields or by operating addl-

tional field-sequential apertures the number of charges of the positive

and negative charge patterns is made equal, then all the identical de-

tails in the image will cancel, and only the disparate portion of the
charge Image will remain after the compensating second field exposure.

Before this mode of operation is repeated, the information is taken off

by a scanning been and can be amplified in the usual method for use on

a visual presentation unit. If it is necessary to achieve the highest

possible sensitivity, intensifier stages must be used before the storage

target plate. The read-out is'performed in this system by forming the

video signal from the remaining charge that is left at the target plate

after the second electron image has neutralised the charge pattern caused

by the first image. In conventionally operated image orthicons only

positive-charge Images occur on the target plate, and therefore the read-

out may be achieved with a low-velocity scanning beam; but in this sys-

tem, which employs differential imaging, the remaining information after
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the compensating second exposure may be either a positive or negative

charge. Therefore, since low-velocity scanning beams remove positive

charges only, a high-velocity beam must be used.

One of Morton's solutions to this same problem was to use a low-

conductive and high-capacitive mica target plate. In this method, only
changes in the viewed scene are transferred from the side which is hit

by the electron image to the side which is scanned, resulting in an

output signal of the transducer representing the moving object only.

A system built on this principle was effectively demonstrated in a park-

ing lot at ARE. The parked cars could not be seen, but people walking

through the lot were visible for a time and then disappeared from sight;

next one could see a car door open and close, after which an automobile
appeared suddenly as it started to drive away.

TeIchnial Military Awvlications

Throughout the brief span of aviation history there has been a defi-
nite requirement to see objects that the human eye at its best could not

distinguish. Many situations require extraordinary vision, sufficiently

adapted to darkness for perceiving low-light-level objects in the per-

formance of a military mission. But even pilots with very good eyesight
may differ in their visual threshold from day to day. Observations by

the human eye under threshold conditions are never very reliable, be-

cause the variable factors of imagination and fatigue as well as other

psychological factors may influence the view obtained. For example, when

an observer has to view alternately cabin instruments having a relatively
high brightness and ground objects having low light levels, valuable time

is constantly lost because of the lapse required for readaptation. Dur-
ing this adaptation time the observer can view neither the ground nor

his instruments with full reliability. If the cabin liot level were

lowered to the level of ground light levels as a corrective measure, it

would be nearly impossible for the observer to view his instruments
quickly and reliably. The sequential light-amplifier system offers a
solution, because the low-light-level objects on the ground can be re-

produced with a brightness that is practical for the interior of the

cabin, approximately 20 to 50 foot-lamberts.
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It has been found that the time required for mental comprehension of

an event seen is a function of the contrast of the scene. This light-am-

plifier system, since it also provides the means to increase the contrast

by a very large amount, makes possible a faster reaction by the observer.

To see the reason for the time lapse in viewing objects at very low

light levels with the unaided eye, it might be well to understand the

workings of the haan eye in a situation of this nature. Obviously, the

optic nerve can only be excited after some minimum chemical change in the

visual purple fluid of the retina sensors, which is required for visual

sensation, has occurred. At threshold light levels we must assume for

the eye an integration time of approximately one second to fulfill quan-

tum mechanical considerations, while at a high brightness level this may

be reduced to approximately 0.1 second. Thus, details on a brighter

scene may be distinguished more easily and quickly than the same details

in an actual night scene, if the observer is able to view the latter at

all. When this time lapse is considered in terms of an aircraft moving

at a speed in excess of mach two, the tenth of a second gained or lost

can play a vital role. It should also be noted that night vision is very

poor in the fovea, the center of the retina, which is made up of cones

less sensitive than the rods covering the outer areas of the retina.

However, most daylight information is focused and perceived at the fovea,

so that the observer may instinctively focus information there. Thus one

potentially valuable function of a light amplifier is simply to bring the

light level to a point where it can be satisfactorily used by the fovea

In addition, a well-designed light amplifier can provide a colored

picture, which will be helpful for faster perception and also for better

detection of camouflage. The choice between a two- or three-color system

received careful investigation in the in-house phase of the Cat Ie pro-

ject. While a three-color system might be preferable fpr commercial en-

tertainment, a two-color system would probably be sufficient for military

purposes and would lend itself both to a simpler arrangement and, in some

cases at least, to a higher sensitivity; and it would still have a detec-
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tion advantage over black-and-white light amplification. Several prom-

ising approaches to nouechanical military two- or three-color systems

were conceived. For one method, which used electroluminescence, a patent

(number 3005108, Solid State Light kAplifier for Color) has been granted

to the United States Government with Gebel as the inventor.

Aong the specific operational missions in which light amplifica-

tion can play a useful military role, perhaps the most obvious are night

bombing and reconnaissance. However, mar others are possible. For ex-

ample, ARL scientists studied several potential applications in the field

of rescue operations both at sea and on land. Such operations would be

especially effective if the amplifier system incorporated a multialkali

photocathode developed by RCA which is sensitive not only to visible

light but also to infrared wave lengtis near the visible. Thus, if a

survivor were provided with an ordinary flashlight equipped with an in-

frared-transparent filter, he could transmit a special signal which might

be changed from day to day for security purposes and which would not be

detected by the unaided human eye. Although enemy observers would be

unable to locate the survivor, friendly rescue aircraft could easily do

so, using the image on the light-amplifier display tube to guide their

course. Indeed, a high-performance amplifier system would be well suited

for rescue operations even without the use of an infrared signaling de-

vice. With its low-light-level imaging ability, it could detect an ob-

ject or survivor even on a very hazy and moonless night, provided at

least some small amount of light were reflected.

The advantage of a passive operation, where no indication is given

of the presence of the mission, is of course extremely important for many
different applications. Activities requiring stealth, such as night

parachute missions and night landings in unfamiliar terrain, can achieve

a considerable increase in the degree of safety by making use of light

amplification.

Likewise the extremely high sensitivity that is attainable with the

sequential light-amplifier system makes possible a new passive means for

detecting and tracking an oncoming intercontinental ballistic missile or

ratellite. In this connection it is important to note that the usual
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radar tracking bases reveal their presence to an enemy and even provide

a convenient homing base for a missile designed for their destruction.

B comparison, any number of optical amplifiers can be placed in advanced

locations or carried aloft, and the destruction of all these sensors by a

potential enemy would be practically impossible. Especially promising

for this type of military work are the moving-target transducers, which

enable an amplifier chain to produce an image of moving objects only and

which can be used for electronic range finding.

In addition to the requirement for aiding the human eye, in the mil-.

itary field, there exists the necessity for aiding present photographic

systems, especially in situations where not only the intensification of

light is essential but also an increase in contrast between the objects

in the field of view as they are presented in the intensified image to

the photographic recording device. The sequential light-amplifier sys-

te fulfills these requirements, and in fact can increase the contrast

of the reproduced picture on a cathode-ray tube screen arbitrarily to

any practical useful value. Its high capability to detect and enhance

al differences in contrast has been amply demonstrated in the effec-

tive daytime tracking and photographic recording of artificial satelites,

etc., which would not be possible in most cases by any other system.

Astronomical Aimlications

Astronomical use has proved to be one of the most effective ways of

operationally testing the sequential light-amplifier system. The ini-

tial astronomical experiments were accomplished through long and friert /

cooperation with the Weaver Observatory of Wittenberg University. The
arduous assembling and testing of equipment by Gebel end his team, with

Professor Lloyd Wylie of Wittenberg as consulting astronomer, enabled

ARL to prove the capabilities of the system in the field of astronomy

and led to further intensive testing by the Smithsonian Astrophysical

Observatory.

As in the military applications, there also exist many situations

in astronomy where the intensification of light is not as essential as
a large increase in contrast between objects in the field of view. The
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basic system tested at Wittenberg was uniquely capable of fulfilling

both requirements, and it therefore made possible the reproduction on

the cathode-ray tube screen of celestial bodies during daytime hours

without reproduction of the brightness of the daytime sky.

The extremely high sensitivitr of the sequential light-amplifier

system, together with its capability for contrast enhancement, offers

a means to probe farther into the universe than has been possible with

standard optical telescopes. The theoretical figure of merit for the

systaa is thirty-fourth apparent magnitude - about 10 magnitudes fainter
than any star yet recorded. The system likewise has the potential to

increase the productivity of astronomical telescopes by permitting the

use of exposures hundreds of times shorter than previously possible,

and to allow smaller telescopes to accomplish tasks that othervise could

only be accomplished with the very few large telescopes available. It

is potentially adaptable to astronomical use with a balloon or satellite

vehicle as well as in a ground observatory. Indeed, a single amplifier

with different lenses, if taken to sufficient altitude, could tranmit
simultaneous infrared, visible-light, and ult: aviolet images.

In many cases it is desirable to make the ioca, ;.,, o.; an a;tro-
namical telescope adjustable for optimum performance. The rsolving

power of the telescope should be properly matched to the resolving power

of the photosensor (human eye, photographic plate, or photocathode). If
the resolving power of a telescope is considerably less than that of the

light detector, the quanta of light collected by the telescope are dis-
tributed over an unnecessarily large surface of the light-detecting ele-
ment. This results in lower sensitivity, which can be solved by proper
matching and reducing of the image sie. Conversely, if the resolving
power of the telescope is higher than that of the sensor, the individual

resolution components of the sensor will not show the actual and optic-

ally distinct scene elements projected onto them but will show only aver-
age illmination. The resulting loss of detail would impair the capa-
bility of a sequential light-amplifier to detect low-magnitude stars

against a background of radiant sky; but the difficulty can be avoided
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by Increasing the size of the telescopic image. Considerable work was

done by Gebel and his team along these lines with the Wittemberg tele-

scope. The original four-meter focal length of the telescope was made

changeable from 0.5 meter to 40 meters, but most pictures were taken

with 15-meter effective focal length.

Sometimes astronomers use an image converter tube as a light in.

tnsifier between the telescope and photographic emulsion. However, no

increase in contrast is possible with such an arrangement, and the lar-

est amount of light from the reproducing phosphor screen of the image

converter tube which can be collected and transferred to the photographic

plate with conventional optics is only about ton percent. Special opti-

cal couplers will permit a transfer of as much as 30 percent, but their

cost is in the order of $5,000 to $10,000. Further, if several image

converter stages are cascaded for greater sensitivity, resolution is

impaired; and if gains of several billion times are sought (such as can

be obtained with the sequential light-amplifier system) the result would

be a nearly complete loss of image information in the final reproduction.

Other Aplictions

Light amplification by the techniques explored in the Cat Wre pro-

ject offers not only the Air Force and other government agencies but also

science in general numerous instrment capabilities which heretofore were

not considered feasible.

Some of the most important applications, potentially, are to be

found in the field of medicine. At present, when a doctor is making an

x-ray examination of a patient by means of a fluorescent screen and needs

to see the fine detail of the image, he must either spend considerable

time adapting his eyes to darkness or use an unnecessarily high x-ray

intensity, so that, if repeated observations are needed, the exposure
may be dangerous to the patient. Also the doctor himself is in consid-

erable danger from stray x-rays if he examines a large number of patients

daily. In practice, therefore, x-ray photographs are preferred to in-

stantaneous observation with a fluoroscope. Yet in certain cases, as

in observing a pulsating heart, Information can be obtained from a flu-

oroscope, that cannot be revealed by still photographs. And If the doctor
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looks at the screen with a sequential light-amplifier unit, not only can

he reduce the x-ray dosage to a level less harmful for the patient, but

also he himself can sit in another room in safety while observing the
image at daylight brightness. At the same time, with an amplifier of

this type he can increase the contrast in the image and thus see details

he otherwise would miss.
Use of the sequential light-amplification techniques in this and

other medical situations has been held back by the high cost and rela-

tivev short life of presently available equipment. But experimental
use has already occurred. In fact as early as 1934 a fairly primitive

amplification system built on such principles was installed in a Westing-
house mobile x-ray unit at Wright-Patterson Air Force Base. Thanks to

the contrast enhancement possible with this system, the commercial x-ray
unit yielded an amount of detailed information that could not have been

obtained otherwise. In still other tests, motion pictures have been made
from the reproducer screen of a sequential light-amplifier system showing

the pulsations of blood in the kidney of a live rabbit,

Additional research applications exist in the field of nuclear

science. Dr. George T. Reynolds of Princeton University, with a light-
amplification transducer produced under contract by RCA and loaned to
Renolds by ARL for research use, has already recorded tracks of a pre-
viously undetected nuclear particle. Then, too, systems such as this

hold obvious promise for obtaining new data on the essential nature of

light itself.
Even more obvious are the possibilities in comercial aviation,

where light-amplification might well prevent major disasters. For exam-

ple, by this means the landing strip may be shown more precisely to the
pilot, when lighting conditions are inadequate or unfavorable. A con-

siderable number of major accidents occur because the pilot sets the
plane down too soon -- as in two very similar accidents that occurred

at Casablanca, Morocco, with both planes (one French and one Czechoslo-

vakian) exploding because their pilots set them down before reaching the

runway. These disasters probably would not have happened if an optical-
amplifier view had been available to the pilots.



Appendix B

TECHNICAL PUBLICATIONS ISSUED
IN CONNECTION WITH THE CAT EYE RESEARCH EFFORT

(Note: These reports are available to qualified requestors from the
Armed Services Technical Information Agency and, except for one classi-
fied report, to the general public from the Office of Technical Services,
Department of Commerce.)

WADC TN 54-5 R.K.H. Gebel, A Portable Low-Level Lightneter. 3 p.;
(ARL 13) 1954, reissued April 1961.

Explained herein is the operation and calibration of
a portable low-level lightmeter designed in connection
with work on the problem of light amplification. This
light meter can be 8 used to determine the light levels
from as low as 10- foot-lambert.

WADC TN 534-5 R.K.H. Gebel, A Portable Low-Level Lightmeter. Suvple-
(Sup I) ment Is Low-Level Lightmeter for the Near Infrared. 6 p.,

March 1955.
Results of former attempts to establish a value for

visible radiation in the region between 7000 and 11,000 A
in the near infrared of the night sky have been unreli-
able due to lack of precision instruments. In this modi-
fication for the low-level lighteter, an infrared in-
age-converter tube for converting the infrared into vis-
ible radiation has been employed. Further, better sta-
bilization in the transformer and change of voltage in
the photomultipl-er are made to achieve a higher sensi-
tivity of the meter. Calibrations were made similarly
to the method explained in "Portable Low-Level Light-
meter." Improvement in registering the brightness of
the night sky in the near infrared (6300 to 11,000 A)
was noted in the test made on the night of 8 March 1955.

WADC TN 54-5 R.KoH. Gebel, A Portable ow-Level Whtmeter. Suvvle-
(Sup II) ment II: Modified Low-Level Lightmeter for the Near In-

fr 5 p,, March 1955.
Experiments to achieve a higher sensitivity in the low-

level lightmeter for operation with a narrow bandwidth
monochromator in near infrared observations have been ad-
vanced by an experimental photomultiplier tube made by
the Dumont Tube Ccrporationo This tube produces a sensi-
tivity approximate 5 t.ies greater than was possible
with previous lightmeters, Recommendations are made for
further increasing effert.2veness in use of the low-level

b5
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lightmeter by incorporating a new Farnsworth 16-stage
near infrared photomultiplier tube, 16PMl, with a very
large aperture and short-focal-length lens.

WADC TK 54-5 Myron H. Yang, A Portable Low-Level Liahtmeter. SuDle-
(Sup III) ment III: Transistorized DC to DC Power nvrter. 6 p.;

August 1959.
A modification for the power supply unit for the luw-

level light meter, Technical Note WADC 54-5, was mace by
replacing the conventional relay-type vibrator with power
transistors. Advantages in power consumption and reli-
ability of this wodification are discussed.

WADC TR 55-155 W.O. Reed, High Speed Shutter Srstm.
(ARL 175) A high speed camera system capable of recording 16

pictures, each exposed to the light from the object being
viewed for 3 x 10-7 to 3 x 10 -O seconds, was developed
during the contract period. The system is capable of
doing this with an overall light gain so that consider-
ably less light need illuminate the object under study
than is required by high speed camera systems based on
other physical laws. The experimental evidence furnished
shows that photographic negatives having densities of 0.5
can be achieved with 1 microsecond exposure and 200 foot-
candles illumination incident on the photocathode (150
watt projection lamp at 110 V) with readily available
photographic film and camera optics.

The essential shutter element in the camera system is
an image converter tube which can amplify the light by
factors of over 25. The photoelectrons emitted by the
light from the object under study are controlled in their
accelerated flight to the fluorescent screen by a mesh
grid. The grid receives positive voltage pulses of 65
volts amplitude from the circuitry developed for the
purpose. These pulses are synchronized with the phenom-
anon being observed and are controllable in width and
spacing by the circuitry. The use of 20 KV final anode
potential ensures high efficiency in the conversion of
electron energy into luainous energy from the fluores-
cent screen. The 16 separated pictures are obtained by
synchronizing the deflection currents through the yoke
with the grid shutter pulses such that while the shutter
is open the sweep is held steacon the screen, and when
the shutter is closed (grid negative), the current ,
through the yoke changes by the right amount to have the
picture in a new position when the grid again becomes
positive. A certain amount of jitter caused by inter-
coupling of the circuits and by response time of the
deflection yoke limits the resolution of the dynamic
picture to 16 lines per mm.
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The circuitry provides for the following adjustments:
16 successive pictures can be spaced 2, 5, or 10 micro-
seconds apart.

The shutter pulse unblanks the photocathode of the shut-
ter tube for each picture with a rise time of approxi-
mately 0.05 microseconds and with variable delay of 1-3
microseconds. Synchronization of the scan is obtained
from either single or continuous triggers. An adjustable
delay between the input trigger and the first picture is
also available.

Auxiliary equipment includes a magnetic blanking yoke,
associated circuitry and a synchronized pulser for oper-
ating a photoflash lamp.

WADC TN 57-318 RIK.H. Gebel, Licht AmlIication and its Importance in
M Warfare. 7 P., September 1957. ASTIA AD 131047.

The technical possibilities and the scientific limita-
tions of light amplification are outlined. Its import-
ance in military operations is discussed, with reference
to the physiological and psychological reactions of the
observer, as well as the physical factors. The possible
technical approaches to light amplification are explained
in the historical sequence of the research applied to
them; and probable future developmaents are discussed.

WADC TN 58-110 R.K.H. Gebel, Electronic Contrast Selector and Grain
Skaciny to Likht Intensisy Translator for Photographic
argms'. April 1958. ASTIA AD 151178.
An electronic method is described which can readily

extract information from a very low contrast photograph,
which is almost impossible to detect with the human eye.
The electronic equipment, which can be called a computer,
counts developed grains in the photograph and presents a
revised photograph on a cathode ray tube in which con-
centrations of grains that are in excess of the back-
ground over an area large enough to be significant are
printed in gray scale values. The cathode ray tube pic-
ture is photographed for record. This device can be used
for obtaining information from photographs of the earth
taken from a space vehicle or from the monn, or for ob-
taining photographic records of celestial bodies that
are normally lost in the background of the universe.

WADC TN 58-.14 R.K.H. Gebel, A Militr Color Television Syste. April
1958. ASTIA AD 1.51190

The need for a good practical military color television
system is emphasized and discussed. The technical possi-
bilities and limitations of color television systems, in
general, are discussed. The more important types of col-
or systems are outlined, with emphasis on motion-detec-
tion limitation. A superior color television system for
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general military apiton is outlined, which is suit.
able for use with or without optical amplification*

hADc 71 58..6 R.K.H. (30be1,Efot o Q ont" M JO

For military applications, the Image orthicon type tube
faces a rather serious target detection problem and hal..
tation.. when viewing low light-level target scenes, due
to high brightness point Light sources that my appear
In thes scenes. The high brightness point source ef-
fect, and the causes thereof, are disownsed in detail.
Blecatronic means for ompensating for this effeot are
discussed; appropriate changes In the Internal cempon-
ants and geometry of the tube are suggested.

VADC 7U 38-117 R.KJH. Cebel, A&roboi Iff s in &Maa Orthicons.
10 p.9 April 19358.

Image orthicon tubes are often subject to microphonic
effects in their outputs due to pbyuical vibration or
oilation of internal tube components such as thb tar-

got plate, etc. Both eerimental and theoretical in-
vestigations have been conducted on these tubes in order
to determine the cause and beat solution to the micro.
phonic problem. hile the Investigations have shoim
that it is possible to ellainate airphnc in these
tubes electronically, the best solution to the microphon-
in problem can be obtained by careful, design and construe-
tion. of vibration-proof internal tube owmpoenets.,

WADO 71 58.318 R.K. Oebel, nMmOtio ihaHneo

A mtho ofIqPV~n te low t leve performance
of image orthicon devices,, by making certain basic design
changes in tooe geemetry, Is outlined and discussed. The
electron-optical relaitionshsips for the scanning beam are
developed, In the doeeuent, it Is shown that, for a
scaning beam of narrow electron enerp range, the bea
medulation factor can be made very low, thereby Imprev-
Ing the performnc of the tube. It is also show~ how
a very accurate contrel over beth the energ inmgo aid
the direction of the electrons In the soamning bean can
Axprove both focu and resolution of the scanned picture.

VADC 7N 3&324 R.1.3. Oebelt a f "8,M liiBde

Tis repor presonts a theoretical ana~yaia dealing
wilt the lUniting mapitude of a celestial bedi, sing
the intensifier Image or~ticen. Same phetegrah are
skei ilusrain the- pote tles for gestrast of
this lAstruet &0 theoretia caculations deal
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first with the fundamental limit set on the detectable
magnitude by quantum statistics and then with the limits
imposed by characteristics of the intensifier image
orthicon in its present state of development. The pic-
tures include daytime photographs of astronomical ob-
Jects and a full face photograph of the moon showing a
large amount of detail that cannot be obtained in such
a picture by purely photographic methods.

WADC TR 58-422 S.J. Wooten, A Multi-Frame High RgW Shutter Claera.
44 p., June 1958. ASTIA AD 155848.

The high speed camera was devised to photograph ex-
tremely fast moving phenomena at low levels of light,
which existing high speed cameras were unable to do.
This study covers an ultra high speed diagnostics camera
in the form of a "gated" image converter, having a light
gain and a resolution satisfactory for diagnostic photo-
graphs. The high speed shutter was designed to produce
a series of pictures on the phosphor of a pulsed image
converter with an effective exposure of less than .01
microsecond.

An image of photons focused upon the photocathode of
the image converter produces an electron image which is
focused by electros .LtC lens rings during the transit
time of the photoelect'ons. The large cross sectional
beam of photoelectrons is deflected by an electromagnetic
deflection yoke. The beam is deflected to sixteen differ-
ent points on the phosphor screen, and as the electrons
impinge on the phosphor they liberate photons to create
an mage. The time interval between photographs is ad-
justable from two to ten microseconds.

The high speed shutter camera of the Engineering Phy-
sics Branch, Aeronautical Research Laboratory, Wright-
Patterson Air Force Base is now capable of single shot
operation to produce photographs with the effective ex-
posure. This development had made the high speed shutter
tube one of the fastest photographic devices in existence.

WADC TV 59-34 R.K.H. Gebel, The Photographic Exposure Time for Astro-
nomical Pictures. January 1959. ASTIA AD 210752.
An analysis is made of the factors affecting the pho-

tographic exposure time for celestial objects. The mini-
mum number of quanta that must be received from a star,
and the minimum number per unit solid angle that must be
received from an extended source, to reach the photo-
graphic threshold, are determined, for the case when the
camera is carried on an astronomical mount, The treat-
ment is then extended to the case of a satellite, or
other rapidly moving object near the earth, when the
camera position is fixed with respect to the earth.
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WADC TN 594131 R.K.H. Gebel, The Qtions for icht Time Detectan

Itensifier IuOrh _g . 44 P. _,June 9 50 ._
This paper concludes that it is theoretically possible,

by using the intensifier image orthicon, to exceed by ten
magnitudes tae faintest star ever recorded. Generally.
the final limit of detectability of faint stars is deter-
mined by the randomness in the radiation of the sky back-
ground. Further limitations are imposed by the statisti-
cal fluctuations in the conversion of photons into elec-
trons at the photocathode and the statistical fluctua-
tions of the photocathode dark current emission. When
using the image orthicon without intensifiers, these
fluctuations become small with respect to the scanning
beam fluctuations. Part I deals with the conventional
image orthicon, with the scanning beam fluctuations usu-
ally being the prime factor in limiting detectability.
An equation is derived which permits calculation of the
apparent star magnitude which can be recorded under the
made assumption with the image orthicon without intensi-
fier stages. Part II deals mainly with the intensifier
image orthicon. Formulas are derived for the intensifier
image orthicon for threshold star magnitude number, as
determined by the fluctuations in the emission due to
sky radiation and photocathode dark current emission.

WADC TV 59-131 R.K.H. Gebel, Measurement of the Beam Modulatlon Factor
(Sup I) for Image Orthicons. 5 p., October 1960.

In WADC TV 59-131 an arrangement is described for de-
termining the modulation factor for image orthicons being
operated at threshold conditions. However, it is also
necessary to determine the modulation factor when opera-
ting an image orthicon at maximum performance, which
occurs at the knee of the characteristic curve. A simple
but useful method ior determining this modulation factor
is explained in this supplement.

WADC TV 59-132 R.K.H. Gebel, The Light Amplifier Kinescope Recorder witha Rn!d or 10 Million Am£ units for.Sight" rhotograp r
April 19.59. LWA,-a AD Z1,47,.

A speed in ASA units is calculated for the "CAT ErE"
light amplifier. The result of a comparison test between
an unmodified Lumicon and a Lumicon modified with a sin-
gle stage intensifier image orthicon is discussed. The
modified Imicon still produced a 200 line picture where
the unmodified Lumicon faded out completely.

WADC TN 59-188 R.K.H. Gebel, Long Focal eImth Lenses and the Problem
o. 1 p., March 1960.

Amethod i presented in this report for modifying the
effective focal length of an existing telescope. In most



71

cases the physical length of the telescope is not in-
creased very much by the modification; however, the
effective focal length may be increased many times its
original value. For this modification it is possible
to use various available lenses or those easily secured
from available stockpiles. A theoretical analysis is
presented and basic calculations developed which permit
achieving proper matching of the resolution of the tele-
scope and the resolution of the sensor by using one or
more additional lens systems between the telescope and
the sensor. These principles are further illustrated
in two accompanying diagrams°

WADC TN 59-189 R.K.H. Gebel, ComMts on the Possibility of an Opticalitada &stm.
The need for optical radar equipment is discussed. The

selection of the most suitable receiving system is analy-
zed and calculations for the requirements concerning the
radiating source for such a system are computed. A mon-
itor recording system using xerographic principle and a
special recording tube :s also described.

VADC TN 59-290 R.K.H. Gebel, Licht Amplification and Its Usefulness in
Astronomical Observations. 28 p., November 1960.

The first part of this paper investigates some limita-
tions in detecting extragalactic nebulas using conven-
tional photographic emulsions. The second part analyzes
the applicability of the present state-of-the-art in
light amplification, using the closed circuit television
system, for detecting such nebulas. The third part dis-
cusses the possible use of the latter system for Mars ob-
servations,

V= TN 59-319 Myron H. Yang, A Haze-Meter. 19 p,, February 1960.
The possibility of constructing a haze-meter as a use-

ful indicator to the inexperienced observer for daytime
astronomical recordings is Investigated. Theories in-
volving Rayleigh Scattering form the basis for investi-
gation of more accurate measirements in sky colour by
instrument, and an analysis of the nature of scattering
particles and the number of processes taking place in
the spectrum of scattered light contribute to more def-
inite determinations of the amount of haze.

An experimental haxe-meter was built by using a dichro-
matic mirror to split the scattered sunlight. The ratio
in intensity of red to blue light which is determined by
the haze was detected by special photocells with proper
filters in a Wheatstone bridge circuit, After correc-
tion of certain calibration difficulties, suitable tran-
sistorized amplifiers evolved and were tested for ampli-
fication. Schematics showing the wiring, housing, mount-
ing, and details of the dichrumatic mirror are included.
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Also included are spectral response curves and tabula-
tions for Kodak 1241. RCA 6694A photo-conductive cells
and circuit diagrams for the amplifiers.

WADC TN 59-323 R.K.H. Gebel, The Possible Use of the Closed Circuit
Television Systm for Optical Ranefindina.

A nw transducer capable of automatic background or-
pensation is suggested, for use in an electronic compara-
tor system employed as a passive optical rangefinding
technique. The transducer, which is a vacuum tube sim-
ilar to the image orthicon, achieves the background
compensation by neutralization of opposite charge pat-
terns on a special target plate structure. Some of the
theoretical capabilities and sensitivities of such a
system are analyzed.

WADC T 59-390 R.K.H. Gebel and L. Devol, S-me Early Trials of Astro-
nomical Photograyh by Televis Methods.

The purpose of this paper is to present some astronom-
ical photographs taken with optical amplifiers of the
type described by Morton in another paper presented at
this symposium. This kind of amplifier has attained
the highest sensitivity to low light levels that we
have reached up to the present. Its first use by as-
tronomers is scheduled for the near future.

WADC TN 59-404 R.K.H. Gebel, L. Devol, and L.R. Wylie, Astrnocal
(ARL TN 60-189) Observations by Means o4 Hizhlv Sensitive Electronic

Light tplifcation. 26 p., March 1960.
The advantages of observing and photographing celes-

tial bodies with a light amplifier that employs the
closed circuit television principle are explored and
treated here. Special pickup tubes were developed to
insure optimum performance, The electrical signals
from the pickup tube are electronically amplified and
modified. The image is reproduced by a cathode ray
tube and photographs may be obtained from the screen
of this tube.

The electronic amplification of tke electrical signal
permits light intensification of 10Y times. The nodi'-
fication of the signal makes almost complete suppression
of the background possible. It permits astronomical
observations during the day and also at night that are
not possible with systems in which the background can-
not be suppressed. Photographs of celestial bodies
taken at the Weaver Observatory of Wittenberg Univers-
ity are included.

WADC TN 59- 0 R.K.H. Gebel and L. Devol, The Limiting Detectivity of
(AIL 17, ARL 221) Optical Amlifying Equipment. First issued December

1959.
The limits in the ability to produce photographic



73

recordings for visual detection of very faint celestial
bodies in the presence of the sky background by using
conventional photography and by employing optical ampli-
fication with contrast enhancement and high capacity
storage target plates are investigated and compared in
this paper. Equations are appended which show the ef-
fects of the different variables involved for three types
of imaging systemst the conventional photographic sys-
tem, the image converter, and the closed-circuit-televi-
sion type of optical amplifier. In this technical re-
port, the last-named system is found superior to the two
other systems.

WADD TR 60-5 S. Heath, Photoemitter Preparation br Nwirical and Mi-
crobalance Techniggs.

A design for a vacuum system to be used with a micro-
balance in the study of photosurfaces has been success-
fully evolved and tested. The chief problem of such a
system appears to be the large volume. By reducing the
volume to a minimum and by suitable baffling and restric-
tion, the effect of the large volume has been minimized.
A photosurface of the antimony-cesium type has been suc-
cessful1y formed within this system.

An empirical study of photosurfaces has led to a modi-
fied multialkali-tpe photosurface with a maximum over-
all sensitivity of 140 microamperes per lumen, a peak
response shifted to approximately 6000A, and appreciable
response beyond 8000A. A tentative processing schedule
for forming this photosurface is given.

WADD TN 60-20 G.A. Morton and J.. Ruedy, Low L4t Iael Performance
of the Int esier Orthicon. March 19W,

This discussion of basic principles for development of
the intensifier orthicon utilizes television techniques
combined with preamplification from Image converter prin-
ciples. Fundamental factors influencing the investiga-
tion weres ability to obtain necessary gain of addition-
al brightness by amplification of the pickup tube signal
with a conventional video amplifier, secure long integra-
tion times with background suppression and better con-
trast, simplicity of multiple viewing and signal measure-
ments. Performance of the tube, related equations, dia-
grams and photos are included. Quantitative relation-
ships are drawn between contrast, brightness, and Image
definition for one-stage intensified orthicon and wide-
spaced image orthicon. Simulated astronomical objects
observed by methods described in this report show the
significance of the intensifier orthicon.

ABL 7v 60-109 R.K.H. Gebel. A Swor-Fast Recorder for Day and NI ht
ovint o f e V .s a p.,ht Noveber

Xov n Objects. 17 p., Novmber 1960. ASTIA AD 250256.
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The usefulness of the closed circuit television light
amplifier system capable of suppressing the background
and discriminating moving objects is emphasized for de-
tecting, tracking, and photographing missiles, etc., in
flight. Special pick-up tubes have been developed which
produce video signals from moving objects only, and the
mechanism involved is explained for two different solu-
tions. The importance of these solutions consists in
that it is the pick-up tube itself rather than any aux-
iliary electronic computer, which delivers a signal repre-
senting the moving object only.

The improvements which may be expected by using an image
converter tube as light intensifier between an optical
system and the photographic camera are briefly discussed.

ARL T 6o-i19 Z.N. Loh, Some Applications of the Poisson Distribution.
27 p., August 1960.

This report gives a brief suisary of the formula and
use of the Poisson Distribution. The introductory remarks
are concerned with the meaning of the stochastic processes
as a model of statistical processes and the special as-
pects of these devices. t n

The Poisson Distribution P(n) a e r,
n!

is known as an approximate exponential function which ex-
presses the probability of random rare events. It also
can be derived as the limiting case of the binomial dis-
tribution. In the tables, numerical values were calcu-
lated for small values of n and t, and graphs were drawn
by connecting the points corresponding to the small val-
ues of t for specific values of n. The smooth curves
show the approximations. The use of the Poisson Distri-
bution function is illustrated in special examples, name-
ly, light emission or absorption, and in connection with
the theory of cosmic ray showers.

WADD T 60-123 A.D. Cope and A. Borkan, Performance and Operation of the
Image Isocon Camea Thbe. April 1960.

The Image Isocon is a television camera tube which main-
tains a high signal modulation in the presence of excess
scanning beam current. This results in a higher signal-
to-noise ratio and accomodation of a greater dynamic
range of light levels in a scene than can be achieved
with tubes employing orthicon scan. The price paid for
these improvements is a tube which requires more complex
electron optics and procedures of adjustment than the
image orthicon tube. Once adjusted the performance re-
mains stable. Included in this report are typical oper-
ating potentials and the camera requirements for opera-
tion of experimental Isocon tubes being developed under
t4ii iand a related contract.
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wAW TR 60-a45 H. Heil and W.J. Nolan, Thenual Imig Transucer.
The atmospheric transmission of infrared radiation in

the 8 to 15 micron region is such as to encourage its
use for imaging for military purposes. This has not
been practical in the past because efficient transducers
capable of operating in the region have not been avail-
able. Since it is certain that it is hopeless to ever
make the signal voltages of g superconductive bolometer
which is of the order of 10-0 volts readable by the
electron beam of an imaging tube, it was the aim of this
contract to investigate the possibility of reading the
relatively larger changes in the marnetic field associ-
ated with the super currents produced by the teibsner-
Ochsenfeld effect. This report covers the research on
this effect and its possible application to a thermal
imaging transducer and describes in detail the theoret-
ical and experimental research which is exclusively
concerned at this time with methods of reading, sensing,
or measuring magnetic fields, utilizing the change in a
superconducting element produced by absorption of radia-
tion.

WADD TR 60-147 F.H. Nicoll, A. Sussman, and H.B. Devore, Z-
nascence !a Opti ANl1 e. 82 p., December 1959.

A two-color input, two-color output image intensifier
panel has been constructed from solid-state materials.
Its resolution is 40 lines/inch. A visible image (no
infrared) at the input causes the blue output image to
be excited. An infrared input Image produces only a
yellow output image. Various other approaches to two-
color panel operation are discussed and some of the
methods have been tried experimentally. Properties of
photoconductive pouders and electroluminescent materials
have been investigated especially for possible use in
these panels.

WADD TR 60-152 F.F. Hall, Jr., and R. Orthuber, ticalRi al Stud Cncen an Ifa na Convere

bed Circuit TV stem. Report classifed i enfoden-
tial. (Title and abstract unclassified.)

The sensitivity of edgegraph image converters used in
conjunction with high detectivity closed circuit TV says-
tems is derived and compared with observation using the
unaided eye. Both transmission and low reflectance type
edgegraph films are considered. It is shown that the
use of electronic contrast enhancement substantially Is-
proves the minima detectable temperature difference for
such devices. Experimental data on the optical const- + ,
of selenium, lead chloride, and lead bromide in the
region of their absorption edges are given. Low reflect-
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ance films are described and the methods for production
detailed. Various attempts to obtain intense, highly
stable light sources and associated filters are reported.
Tests made at WADD with a transission edgegraph conver-
ter and an available "Cat We" TV chain are described.
Recomendations for future work with such an Image con.
verter system s'e presented and continuation of the pro-
gram recomended.

ARL TR 60-275 K.G. Guderley and M.D. I=A, On the Evaluation of Strongly
Nand Photomahs. 103 p.. February 1961.

The acy of the evaluation of a photographic plate
is limited by its grain structure. One approximates the
value for the light density at a given point by the aver-
age light density in a small area (the "test area") sur-
rounding the point. This paper establishes confidence
limits for evaluation procedures of this kind. It is
assumed that the grains on the photographic plate arise
in independent random processes controlled by the local.
density of the light flux. In the evaluation procedure
one counts the number of grains in the test area. Gen-
eralizing the method one attaches to each grain a weight
factor depending upon the grain position within the test
area and then determines the sum of the weight factors
for the grains found in the test area. By such a proce-
dure one can determine quantities related to the light
density, e.g. the density gradient; one also can scan
for patterns of a special kind, e.g. a sudden Jump of
the light density. For measurements of this kind prob-
ability theory predicts the expected value and the vari-
ance in terms of the light density and the chosen weight
function. There are two kinds of errors due to the ran-
domness inherent in the process of grain generation.
The variance due to errors of both kinds must be mini-
mized.

£RL TR 60-283 J. Import, Research and Reorts on an Optical Amlifier.76p. . ay7 1960.
The purpose of this contract has been twofold. During

Phase A, the object was to find through research new so-
lutions which lead to new and improved types of pickup
transducers which are potentially suitable for future
development in the military field, especially under low
light level conditions. Definite improvement has been
accomplished in the threshold by extra dynode multipli-
cation and by image preamplification. Phase B called
for investigating the feasibility of producing an Imag-
ing pickup tube which would be capable of operating under
the vibration encountered in an aircraft in flight. The
feasibility of constructing image orthicons with consid-
erably.reduced microphonics, and suitable for use in air-
craft, was established.
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ARL TR 60-284 G.A. Morton, J.E. Ruedy, A.J. Kelley, and S.A. Ward,
Brightness Intensifier Study. 49 p., May 1960.

The basic limits of vision and image detection are
discussed. Experimental results with the direct view
intensifier are reported. A general discussion of
pickup tube limitations concludes that the image in-
tensifier orthicon is a very suitable pickup tube for
a brightness intensifier amplifying a low light scene.
Other intensification methods and storage operation
of intensifier orthicons are also investigated and
discussed. The use of the image intensifier orthicon
for optical pulse ranging is suggested.

ARL TR 60-302 W. Rambauske and H. Kuesters, Automatic Optical Range
Finder.

The different possible conventional methods usable for
passive electronic range finding are analyzed. A new
method is suggested, having considerable advantages in
comparison to the conventional methods. A working model
of this new method was designed and built for evalua-
tion of experimental data and detailed descriptions are
added to the report.

WADD TN 6o-307 J. Lempert and G. Klotzbaugh, Research on Electron-Bm--
bardment-Induced Conductivity Targets in Camera Tubes.

A method for calculating the resolution capabilities
of a camera tube as a function of input illumination and
tube design parameters is described. A description of
experimental work on a successful method for obtaining
a high-minification image in a combination magnetic and
electrostatic focused image tube is given. Results of
an investigation of different target materials of the
electron-bombardment-induced-conductivity type are re-
viewed. The construction and test of experimental cam-
era tubes, consisting of high-voltage variable minifi-
cation image sections, high-gain targets of the elec-
tron-bombardment-induced-conductivity type, and scan
sections with return beam multipliers are discussed.

ARL TR 6o-315 R.K.H. Gebel and L. Devol, A Comarison of the Photogra-
ohic Detectivities Attainable with and without Electronic
Liaht IntensificaLton. 21 p., October 1960.

A comparative mathematical analysis is made regarding
the limits of performance of the closed circuit televi-
sion type optical amplifying system, and of conventional
methods, for obtaining and observing photographs of faint
celestial bodies, having a magnitude comparable to that
of the sky background. Primary attention is given to the
cases in which detection is accomplished by visual ob-
servation of a photograph, but also the potentialities
of electronic counting of the developed grains in a



photographic emulsion are considered. When using either
conventional photography or photography aided by an image
converter, the contrast between the celestial body and
background, necessary for visual discrimination, is de-
termined by the photographic emulsion or the limitations
of the haan eye, and an optimum exposure time exists.

With the closed circuit television system the instru-
mental and sky backgrounds can be suppressed electronic-
ally. Then the brightness of the image of the celestial
body increases as the exposure time, but the brightness
of the remaining background fluctuations, being statis-
tical in nature, increases only as the sqare root of the
time. Thus, as long as the device is capable of effective
storage and integration of the electronic charge image,
the contrast increases as the square root of the exposure
time, and the ability to detect increases also.

ARL TR 60-324 A. Lallemand, The Electronic Camera, 16 p., November 1960.
It is possible to detect as little as one single photo-

electron with the improved modern electronic camara which
was basically conceived and first demonstrated by Profess-
or A. Lallemand in 1936 and further developed since 1953
by him and his associates at the Laboratoire de Physique
Astronomique of the Paris Observatory. This electronic
camera is of utmost importance for astronomical work es-
pecially for obtaining spectroscopic recordings, because
the exposure time necessary for conventional photography
may be reduced with this device by a factor of more than
100. With it the spectra of distant nebube have been re-
corded using an exposure time of two minutes and result-
ing in a better quality than can be obtained with the
conventional methods in 10 hours 37 min of the same ob-
ject by employing the same telescope. The electronic
camera can be used with a grain counting device also for
nuclear research work and a gain of 10,000 with respect
to conventional photography is possible.

wADD TR 60-512 G.A. Morton and J.E. Ruedy, Research on Optical Alifi-
ctin. June 1960.

The intensifier orthicon is a television camera tube
developed for imaging at extremely low light levels. At
these low light levels its sensitivity is one to two or-
ders of magnitude greater than that of the standard com-
mercial image orthicon. The report opens with two sec-
tions presenting the historical background of intensi-
fiers. The fundamental requirements of image recogni,
tion and the electrical and physical properties of some
of the basic tube components are given in the next two
sections (III and IV). This is followed by two sections
(V and VI) describing the intensifier orthicon and analy-
zing its operation in detail. The performance of the



79

experimental one- and two-stage intensifier orthicons
and pecial tubes is presented in the next three
sections (VII, VIII and IX). A discussion of some
methods and means of improving this class of tube is
then given (X and XI). Finally, various applications
of the intensifier orthicon are described and illus-
trated (XII).

WADD TR 60-83 A.D. Cope, C.C. Peterson, and H. Borkan, The Image Iso-
con. a Wide flvamic-Range Iow-Noise Camera Tube, March
1961.

The Isocon camera tube derives its video signal from
scanning beam electrons which are scattered by the stor-
age target. Using sophisticated electron optics, the
unmodulated fraction of the output current is reduced
to a few percent of the highlight signal. The reduced
noise introduced by Isocon scanning yields a greater
dynamic range and operation at lower illumination levels
than can be achieved with orthicon scan. A design of
Image Isocon having minimum complexity is presented
along with its measured performance. Analytical and
experimental determination of the deflecting field modu-
lation in the return beam is given which indicates that
with optimum tube and deflection yoke parameters further
mprovements may be achieved.

ARL 12 R.K.H. Gebel, The Limitations in Resolution and Discrim-
ination in Brightness Differences for Liaht Amlifier
Systems Usine Contrast Enhancement. January 1961.

The ultimate limitations in resolution and discrimina-
tion of brightness differences, determined by the quantum
nature of light, at low light level observations with a
light amplifier imaging system using contrast enhancement
are treated herein. Simple equations are derived and the
limiting situations are displayed by several graphs. The
resolution achieved with an experimental tube is compared
with the theoretically possible resolution. The low
light level performance in contrast discrimination of the
unaided human eye is inferior in comparison to the theo-
retical limitations of a light amplifier system that is
possible by the present state-of-the-art.

ARL 122 R.K.H. Gebel, The Limitations for Night-Time Detection
of Cele;.tial Bodies hDploying the IntensifierStoraze-
Imase 0rthbcon° (Reprint from The Ohio Journal of Science,May 1961. )

The purpose of this paper is to calculate the results
one may expect by using the image orthicon and intensifier
image orthicon for detection of celestial bodies during
night time hours. The paper treats, in Part I, the image
orthicon without intensifiers and calculates the limit in



80

detection determined by the scanning bean noise. In the
Part I1, the preampliftcation necessary for the intensi-
fier section to overcome this scanning beam noise is cal-
culated. The intensifier image orthicon is not nooes-
sarily the only arrangement for overcoming this beam
noise. Intensifier image converter tubes effectively
placed between the telescope and an image orthicon could
produce the same results; however, such a solution is
not suitable for use in flight vehicles because it re-
sults in a heavy bulky arrangement.

ARL 153 R.K.H. ebel, Limtations in Detection of Celestial Bod-
e M nou 9 eclron l Scanned Photoconduetive

a M Detctrs. August 1961,

Theoretical iimitations in the detection of celestial
bodies by means of photoconductive sensors are investi-
gated. Applicable simplified basic equations are de-
rived for the maximum apparent magnitude nmber of a
celestial body that is detectable with the cmmercially
available vidicon tube, (a) assuming the most optimistic
conditions and (b) as determined by background radiation
during the day and the night, load resistor noise and
other practical limitations. The equations are extended
to cover the possible gain in sensitivity obtainable by
using preamplification with additional image converter
type tubes, and by integration over several scanning
fields. The schematics of an easily constructed very
sensitive experimental vidicon system used for the in-
vestigation are appended.

ARL 154 J.A. Hall and H. Shabanowitz, Research on Ot cal &1 "1-fieation ADloing Electronic Scanning Too ques. To
be published.

The primary objective of the investigation sumarized
in this report was to determine, through research, a
basis for subsequent development of a highly sensitive
optical to electrical transducer or television camera
tube for ol taining useful images at extremely low levels
of illumination. An analysis of television camera tube
limitations concludes that an advanced scanned optical
amplifier of the image orthicon type, embodying suitable
means of image intensification, is an effective approach
to an ideal imaging tube performance limited only by
statistical fluctuations of the input signal. Various
means of intensifying the picture signal electronically,
before the scanning process, are described.

Image amplification approaches investigated include
the use of front surface secondary electron mission from
solid members, in order to retain the feature of low
voltage operation. The feasibility of applying the prin-
ciple of transmission secondary electron emission by the
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use of thin film dynode structures on prescanning-bean
electron multipliers has been successfully demonstrated.
Also investigated was the feasibility of reducing the
energy distribution in the electron scanning beam to
minimize noise sources in the tube. In addition, a
means was invented and shown to be feasible for mini-
mizing spurious signals in pickup tubes when viewing
scenes with extremely high contrast. The research has,
therefore, accomplished its objective of supplying. the
basis for the development of a new type of scanned opti-
cal amplifier, having a sensitivity and resolution po-
tentially better than that obtainable from presently
known television camera tubes.

ARL R.K.H. Gebel, R.R. Hayslett, and L.R. Wylie, An Introduc-
tion to the Problem of Photographing ArtificiAl Satel-
ite. To be published.

Some basic information useful for obtaining photograph-
ic recordings of celestial bodies, especially artificial
satellites, is presented in this paper for the benefit
of those who are not very familiar with astronomy. In
the present space age this information may be quite
helpful to those who are not trained in astronomy, but
who are working in related fields. The historical origin
of the magnitude system is discussed and basic equations
are developed that will permit calculation of an approxi-
mate value of the exposure time necessary for different
situations. This will, for example, give those who em-
ploy electronic detection methods a means of determining
the order of photographic exposure time so that the speed
made possible by electronic methods may be compared with
the conventional photographic speed.
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use of thin film dynode structures on prescanning-beam
electron multipliers has boon successfully demonstrated.
Also investigated was the feasibility of reducing the
energy distribution in the electron scanning beam to
minimize noise sources in the tube. In addition, a
means was invented and shown to be feasible' for mini-
mizing spurious signals in pickup tubes when viewing
scenes with extremely high contrast. The research has,
therefore, accomplished its objective of supplying the
basis for the development of a new type of scanned opti-
cal amplifier, having a sensitivity and resolution po-
tentially better than that obtainable from presently
known television camera tubes.'

ARL R.K.H. Gebel, R.R. Hayslett, and L.R. Wylie, An In*troduc-
tion to the Problem of Photokravhinz ArificaJ. Satel-
lites. To be published.

Some basic information useful for obtaining photograph-
ic recordings of celestial bodies, especially artificial
satellites, is presented in-this paper for thb benefit
of those who are not very familiar with astronomy. In
the present space age this information may be quite
helpful to those who are not trained in, astronomy, but
who are working in related fields. The historical origin
of the magnitude system is discussed and basic equations
are developed that will permit calculation o,.an approxi-
mate value of the exposure time necessary for different
situations. This will, for example, give those who em-
ploy electronic detection methods a means of determining
the order of photographic exposure time so that the speed
made possible by electronic methods may be compared with
the conventional photographic speed.
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